
Mesh Grille (Includes):
Mesh Frame  
Fine Mesh Section
(4) Black Rectangular Mesh Retainers
(4) 3/16” x 1/2” x .062” Black Nylon Washers
(8) 8-32 ESNA Half Nuts
Emblem Surround
Grille Filler
Hardware Kit (components listed below)
(12) 8-32 ESNA Half Nuts
(8) Black Rectangular Mesh Retainers
(10) .156” x 1” Vinyl Caps
(1’) 3/4” x .045” Double Faced Tape
(2) 3/16” x 1/2” x .062” Black Nylon Washers
(5’) .045” x 1” Double Faced Tape
(4) Emblem Surround Spacers
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Description Part No.Quantity
************
1276-0038-07
1276-0020-07
1099-0167-05B
1999-0256-00
1999-0065-00
1276-0045-07
1276-0049-07
1276-1902-07
1999-0065-00
1099-0167-05B
1999-0241-00
3004-9247-92
1999-0256-00
3004-9244-92
1276-0048-07

Part #1276-0102-07

1. Open the hood and remove the factory hood
release rod from the secondary hood catch and
from the lift handle.

2. Remove the 10mm bolt securing the secondary
hood catch and remove the catch from the hood.

4. Apply masking tape around the black plastic insert located
in the top of the factory grille surround. Use a tucking
tool or plastic body filler spreader and insert it between
the black plastic insert and the chrome surround and lift
up to release the small retaining clips located around the
perimeter of the insert.

5. Use a 10mm socket to remove the self tapping bolts
located underneath the black plastic insert.
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WARNING! PLEASE HANDLE WITH CARE! THE EDGES OF THE STAINLESS STEEL
MESH & GRILLE MAY BE SHARP!

3. Remove the factory 10mm hex nuts securing the
grille to the hood of the vehicle.

6. Lower the hood. Firmly grasp the factory grille and give it
a quick pull straight out to release the alignment clips on
the left and right side of the grille. One or both clips may
break during this procedure.

7. Lay the grille onto a clean work surface and use masking
tape to tape up the factory grille emblem to protect the
finish (not shown).
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8. Trim the ends off of the supplied vinyl caps. Install the
emblem surround and emblem surround spacers at the
emblem openings (2 per side) as shown, then install a vinyl
cap onto each of the emblem mounting studs and two (2)
vinyl caps onto the lower surround mounting studs (not
shown).
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2007-08 Toyota

Tundra
Stainless Steel 

Mesh Grille
L 04 G7R 
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11.Turn the grille over and align the supplied large black
washers over the studs welded to the emblem surround
and install the supplied #8-32 ESNA half nuts. Snug the
nuts until the emblem surround is snug but do not over
tighten or you will depress the mesh at the top of the
emblem.

9. Align the mesh section over the factory grille, making
sure you do not scratch the factory finish.

10.Once the mesh is aligned, align the grille frame and the
emblem surround into place and use masking tape to
hold them in place during the hardware installation in
the following steps.

12. Install the rectangular retainers onto the studs mounted
on the bottom corners of the grille frame and install a
#8-32 ESNA half nut onto each stud and tighten.

13. Install a large black plastic washer and an 8-32 ESNA nut
onto each of the upper outer studs and tighten all hardware
but do not overtighten or you will indent the frame!

14. Install a large black plastic washer and an 8-32 ESNA nut
onto each of the lower center studs and tighten all hard-
ware but do not overtighten or you will indent the frame!
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15. Install a black rectangular retainer and an 8-32 ESNA nut
onto each of the upper center studs and tighten all hard-
ware but do not overtighten or you will indent the frame!
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19. Using a small disk grinder, CAREFULLY grind down the 
raised ribs and casting bumps from the areas shown 
above. The surface must be smooth prior to double 
faced tape installation.

20. Install the supplied 1” wide double faced tape to the inside 
surface of the recessed area of the factory grille (as shown). 
Apply one layer next to the first layer to cover the entire 
area.

18. Apply several layers of thick tape around the factory 
grille where the upper plastic insert was installed. The 
factory chrome must be well protected for the following 
procedure.
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16. Carefully align the assembled grille back onto the hood 
of the vehicle, making sure all studs pass through the 
mounting holes in the hood and the left and right side 
brackets.

17. Reinstall the five (5) upper self tapping screws across the 
top of the grille.
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21. Peel back a small portion of the tape backing from the 
double faced tape and use masking tape to hold the 
portion so that it is easily accessible during the following
stainless steel filler alignment procedure.
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22. Carefully align the stainless steel grille filler into place and
once you have it properly aligned, peel off the double 
faced tape backing and press the filler firmly into place to
set the tape. DO NOT LET THE FILLER SHIFT WHILE YOU 
ARE PULLING OFF THE TAPE BACKING.
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23. Reinstall the secondary hood latch and rod removed in
Steps 1 & 2.

24. Remove the protective covering from the stainless steel
frames and use a mild solvent to remove any glue
residue. Use alcohol or glass cleaner to remove any sol-
vent residue to finish the installation.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

