
Upper “Q” Grille Inserts (includes)

Small “E&G Classics” Emblem
Lower “Q” Grille
Hardware Kit (components listed below)
1.006” x .189” x .064” Black Washers
8-32 ESNA Half Nuts
1-1/2” Torx Pin Head Screws
T-10 Torx Pin Head Tool
.156” x 1” Vinyl Caps

1 Set

1
1
12
12
4
1
12

---------------------
1350-018A-06Q
1350-018B-06Q
1350-018C-06Q
1350-018D-06Q
1999-0268-00
1350-0183-06Q
1350-0182-06Q
1999-0264-00
1999-0065-00
1999-0272-00
1999-0107-00
1999-0241-00

Description Part No.Quantity

Part # 1350-0185-06Q

Lower will not fit SRT-8 models
IMPORTANT! The edges of the stainless
steel grille can be extremely sharp. Please
handle with care.

Top Right
Top Left

Bottom Right
Bottom Left

1. Open the hood and remove the plastic header panel
covers (by lifting straight up, not shown).

2. Apply masking tape completely around the factory
upper and lower grille openings to protect the chrome
and paint (not shown).

3. Align the 4 sections of the “Q” grille into the factory
grille openings. The fit will be tight and the studs will
mark the areas necessary for grinding.

4. Remove the grille sections and use a 5/16” drill bit to
relieve the areas where the mounting studs will pass
through the black plastic part of the factory grille.
Remove enough plastic to allow the “Q” grille to fit
snug but not too tight that the studs are under stress.
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6. From behind the factory grille, use a small grinder to
remove the factory tab prior to “Q” grille installation.
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5. Use caution not to hit the chrome plated section of the
factory upper grille with the drill bit or chuck.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2006-08 Dodge Charger
Upper and Lower 

“Q” Grille Installation
Instructions

H 29 G5 



9. Remove the protective masking tape from around the
upper grille openings.

10. Carefully align one (1) of the “Q” grille section in place.
11. Install a black plastic washer and an 8-32 ESNA half nut

onto each mounting stud and tighten. Repeat until all
four (4) sections are installed.

12. Reinstall the plastic header panel covers (not shown).
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7. Trim the closed tip from the supplied vinyl caps and
install them onto each stud welded to the back of the
upper “Q” grille sections.

8. Use black paint to black out the studs beyond the
trimmed vinyl caps (as shown).
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13. Use a jack and jack stands to raise and support the
front of the vehicle to a comfortable working level.

14. For vehicles other than ones painted black or dark col-
ors, mask the grille return edge 1/2” back of the lower
opening and scuff the exposed paint with a scotch brite
pad. Paint the return and, for all vehicles, everything
that would be visible through the grille with flat or
semigloss black paint. Once the paint is dry, remove
the masking tape.
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15. Use a 3/32” drill bit to drill (perpendicular to the face of
the grille) through the holes in the lower E&G grille
frame and through the verticle divider in the bumper
cover (15a) and into the bumper cover (15b). Remove
the grille frame and blow out plastic shavings.

16. Remove the protective cover from the “Q” grille and
thoroughly clean using a mild solvent to remove any
glue residue, followed by glass cleaner to remove sol
vent residue.

15a 15b

17. Carefully align the lower grille into place. Install the sup
plied 1-1/2” T-10 Torx pin head screws through the
holes in the grille frame and into the holes drilled into
the bumper cover.
DO NOT OVERTIGHTEN THE SCREWS OR YOU WILL
STRIP OUT THE HOLES IN THE BUMPER COVER !

18. Reinstall the front tag bracket (if equipped) and lower
the vehicle to finish.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html



