
1. Open the hood and remove the 10mm hex bolts and
plastic push pins from the radiator support panel cover.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2010-11 Infiniti G-37
Sedan Mesh Grille

C 30 H1 R 

Upper Mesh Grille Insert (includes):
Chrome Plated 12 Gage Surround
Chrome Plated Fine Mesh Insert
(1) Lower Right Mounting Bracket
(1) Lower Left Mounting Bracket
(11) #8-32 ESNA Half Nuts
(7) Black Rectangular Mesh Retainers
(1) Small E&G Classics Emblem
Hardware Kit (components listed below):
(5) Small Black Plastic Washers 
(7) #8-32 ESNA Half Nuts
(2) Emblem Backing Washers
(1) CNC Grille Emblem
(4) #8-32 x 3/4” S.S. Set Screws
(1) Upper Outer Hole Location Template
(1) Lower Outer Hole Location Template
(1) Upper Center Hole Location Template
(4) 8-32 x 2” Black Cap Plugs
(5) #8-32 S.S. Hex Nuts
(2) Upper Mounting Brackets
(2) Rectangular Mesh Retainers
(2) #10-24 x 1/2” Black Machine Screws
(2) #10-24 ESNA Lock Nuts
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************
1392-0034-10
1392-0020-10
1392-0152-10
1392-0153-10
1999-0065-00
1099-0167-05B
1999-0268-00
1392-1902-10
1999-0256-00
1999-0065-00
1392-0159-07
1392-0158-07A
1999-0343-00
1392-0069-10
1392-0039-10
1392-0068-10
1999-0331-00
1999-9072-00
1392-0151-10
1099-0167-05
1999-1918-00
1999-2991-00

Description Part No.Quantity
Part # 1392-0102-10

Upper Mesh Grille Insert (includes):
Chrome Plated 12 Gage Surround
“Black Ice” Fine Mesh Insert
(1) Lower Right Mounting Bracket
(1) Lower Left Mounting Bracket
(11) #8-32 ESNA Half Nuts
(7) Black Rectangular Mesh Retainers
(1) Small E&G Classics Emblem
Hardware Kit (components listed below):
(5) Small Black Plastic Washers 
(7) #8-32 ESNA Half Nuts
(2) Emblem Backing Washers
(1) CNC Grille Emblem
(4) #8-32 x 3/4” S.S. Set Screws
(1) Upper Outer Hole Location Template
(1) Lower Outer Hole Location Template
(1) Upper Center Hole Location Template
(4) 8-32 x 2” Black Cap Plugs
(5) #8-32 S.S. Hex Nuts
(2) Upper Mounting Brackets
(2) Rectangular Mesh Retainers
(2) #10-24 x 1/2” Black Machine Screws
(2) #10-24 ESNA Lock Nuts

1

1 

************
1392-0034-10
1392-0020-10BI
1392-0152-10
1392-0153-10
1999-0065-00
1099-0167-05B
1999-0268-00
1329-1902-10
1999-0256-00
1999-0065-00
1392-0159-07
1392-0158-07A
1999-0343-00
1392-0069-10
1392-0039-10
1392-0068-10
1999-0331-00
1999-9072-00
1392-0151-10
1099-0167-05
1999-1918-00
1999-2991-00

Description Part No.Quantity
“Black Ice” Part # 1392-B102-10
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2. Lift the rubber trim to expose the outer 10mm mount
ing bolts. Remove the bolts (one each side).
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8. Lift the radiator support panel up (lift up on the front
edge of the bumper cover for extra clearance if needed)
and remove the cable or wire harness attached to the
underside, then remove the panel from the car (save for
reinstallation). Shop Tip: Push a 10mm socket or box
end wrench over the wire harness clips to release them
from the radiator support panel.
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4. Remove the 10mm hex bolts (two each side) attaching
the bumper cover to the radiator support panel (where
shown).

5. Use a flat blade screwdriver to lift up on the head of
the plastic push fastener at the outer corners of the
bumper cover.

5

7

7. It may be necessary to use a wide flat blade scrwedriver
to pry the radiator support panel over the alignment
pins.

6. Push back on the radiator support panel cover to clear
the alignment pins (see arrow A).

A

3. Remove the 10mm hex bolts holding the radiator over
flow bottle in place and push the bottle towards the
engine for clearance to remove the radiator support
panel cover.
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14. Cut out, align and tape the upper outer hole location 
template in place. Use and awl or similar pointed tool 
and mark the hole locations onto the bumper cover. 
Flip the template over and mark the opposite side.
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13. Cut out and align the center hole location template and
use masking tape to hold it in place. Use and awl or 
similar pointed tool and mark the hole location onto 
the bumper cover center support.
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12. Once all the retaining clips have been released, pull the 
grille straight out to remove it from the bumper cover.

12

9. Apply masking tape around the factory grille opening 
to protect the paint when installing the new mesh 
grille. 

10. To remove the factory grille, reach in behind the grille 
and remove the five (5) factory 10mm hex nuts located 
at the four corners of the grille and one at the top cen-
ter.
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11. To remove the factory grille, reach in behind the grille 
and lift up on the center of each of the retaining clips 
around the perimeter of the grille and push the retain-
ers through the bumper cover slots.
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20. Install the supplied upper mounting brackets (one each
side, where shown) using a #10-24 x 1/2” black phillips
machine screw, a rectangular mesh retainer and a #10-
24 ESNA lock nut. The bracket will mount to the out-
side of the bumper cover and the slight bend in the
brackets must be facing the front of the car.

19. Install the supplied CNC grille emblem, passing the
studs through the mesh making sure the emblem is
centered. Install the emblem backing washers and #8-
32 ESNA half nuts to secure the emblem. Note: Only
two studs are required to mount the emblem (one each
side). Remove the studs that interfere with the mesh.
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18. For vehicles painted colors other than black or dark
blue: Apply flat or semi-gloss black paint to the bumper
cover scuffed in the previous step. For all vehicles: Be
sure to paint everything inside the grille opening with
flat or semi-gloss black paint so that nothing shows
through the mesh grille.

18

15. Cut out, align and tape the lower outer hole location
template in place. Use and awl or similar pointed tool
and mark the hole locations onto the bumper cover. Flip
template over and mark the opposite side.
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17. Apply masking tape around the bumper opening to
protect the paint. On vehicles painted colors other than
black or dark blue: Apply masking tape 3/8” inside the
bumper opening and use a scotch brite pad to scuff the
paint.
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16. Once all the hole locations are marked, remove the
templates and use a 5/16” drill bit to drill through the
marks made with the templates (as shown).

16

20



5

24. Once the lower mounting tabs are locked in place, tight-
en the upper and lower #8-32 ESNA half nuts.
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23. Push in on the grille at the lower mounting bracket
locations and use either a flat blade screwdriver or a
small pair of pliers to bend down the center of the
mounting tab to lock it behind the bumper cover (then
if needed) BEND THE ENTIRE MOUNTING BRACKET to
lock the lower edge of the grille tightly in place.
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22. Align the mesh grille into the grille opening, making
sure that all studs pass through the mounting holes
and/or brackets. Check the depth of the grille at the top
and bottom sides, adjusting the nuts installed in the pre-
vious step so that the recess is even from left to right
sides of the grille. Install a small black plastic washer
(holes in the bumper cover only) and a #8-32 ESNA half
nut onto each stud and hand tighten until the threads
engage the nylon portion of the lock nut. Remove any
masking tape that could get caught behind the grille.
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21. Run the supplied #8-32 S.S. hex nuts half way down
the top center, top outer and lower outer studs (as
shown) prior to grille installation.
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25. Reinstall the cable, wire harness and radiator support
panel cover removed in Steps 1 through 8 using the fac-
tory 10mm hex bolts and plastic push fasteners. Reinstall
the two 10mm hex bolts and the plastic push fasteners
removed in Steps 4 & 5.

26. Once the radiator support panel cover is reinstalled,
realign the radiator overflow resevour and reinstall the
factory 10mm hex bolts.

27. Remove the protective liner from the mesh grille sur-
round. Use a mild solvent to remove any glue residue,
then use alcohol or glass cleaner to remvoe any solvent
residue.
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Finished installation
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

