
Quantity Description Part No.

1 Set

2
1

1

1

Upper Mesh Surrounds

Upper Fine Mesh Sections
Center Mesh Grille (includes):
Center Mesh Surround
Center Mesh Section
(10) Small Black Plastic Washers
(10) #8-32 ESNA Half Nuts
Lower Mesh Grille (includes):
Lower Mesh Surround
Lower Mesh Section
(8) Small Black Plastic Washers
(8) #8-32 ESNA Half Nuts
Hardware Kit (items listed below)
(2) 1.006” x .189” x .062” Black Plastic Washers
(4) #8-32 ESNA Half Nuts
(2) Small Black Plastic Washers
(10) 1/2” Torx T-10 Pin Head Screws
(1) Torx T-10 Pin Head Tool

1396-0034-08
1396-0035-08
1396-0020-08
************
1396-0025-08
1396-0024-08
1999-0264-00
1999-0065-00
************
1396-0022-08
1396-0021-08
1999-0264-00
1999-0065-00
1396-1902-08
1999-0264-00
1999-0065-00
1999-0256-00
1999-0109-00
1999-0107-00

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2008-09 Mazda CX-9
4 Piece Stainless 

Steel Mesh Grilles
J 27 G8P

Part # 1396-0102-08

The
arp.

3. Use a 3/8” drill bit to drill through the center of 
the factory grille opening (where shown) and 
through the factory block off section behind the 
factory grille.

4. Align the mesh sections and the surrounds over 
the factory upper grilles (not shown).

5. Pull out on the bumper cover and install the sup-
plied small black plastic washers and #8-32 ESNA 
half nuts onto the outer upper mounting studs and 
tighten. DO NOT OVERTIGHTEN or you could 
indent the surrounds at the stud locations. Tighten 
only until the grille sections are snug. Install the 
large black plastic washers and #8-32 ESNA half 
nuts onto the inner studs (not shown). 

6. Remove the lower push fasteners retaining the 
lower air dam sections to the bumper cover. This 
will allow access to the back of the lower factory 
grille insert.
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1. Apply protective masking tape around the factory 
upper, center and lower grille openings to protect 
the finish. 

2. Open the hood and remove the plastic push pins 
and screws from across the top of the bumper 
cover (both sides and center) for access to the 
upper grille mounting hardware. 
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7. Reinstall the front license plate bracket if equipped.
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8. Thoroughly clean the grilles once you are finished
the installation. Use solvent and a soft clean rag to
remove any glue residue from the protective liner.
Use alcohol or glass cleaner to remove any solvent
residue.
CAUTION! Be careful while cleaning as the edges
of the stainless steel can be very sharp.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/



