
3. Use a push pin release tool to pry down on the center of
the lower push pins, seperating the grille from the bumper
cover. The push pins are installed inverted.

IMPORTANT!
Carefully unclip one tab at a time, working your way from

one side to the other.

1. Remove the radiator support cover by lifting straight up to
release the clips and remove the cover (to be reinstalled).

2. Remove the top 10mm fasteners retaining the grille (one
per side).
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Mesh Grille Complete - Upper (Includes):
12 Gage Stainless Steel Mesh Surround
“Heavy” Mesh Insert
(1) Top Mounting Plate
(14) #8-32 ESNA Half Nuts
(1) Lower Mounting Plate
(2) Black Rectangular Mesh Retainers
Mesh Grille Complete - Lower (Includes):
12 Gage Stainless Steel Surround
“Heavy” Mesh Insert
(5) Black Rectangular Mesh Retainers
(3) Rectangular Mesh Retainers
(10) #8-32 ESNA Half Nuts 
Hardware Kit (components listed below):
(1) Emblem Mounting Plate
(2) 1.006” x .189” x .062” Black Plastic Washers
(4) #8 x 1/2” Black Truss Head Screws
(5) #6 x 1/2” Torx Pin Head Screws
(1) Torx T-10 Pin Head Tool
(12”) .045 x .250” Double Faced Tape
(1) Notch Location Template
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Description Part No.Quantity
************
1406-0034-10
1406-0040-10
1406-0210-07
1999-0065-00
1406-0208-10
1099-0167-05B
*************
1406-0022-10
1406-0041-10
1099-0167-05B
1099-0167-05
1999-0065-00
1406-1902-10
1406-0158-10
1999-0264-00
3999-9035-00
1999-0109-00
1999-0107-00
3004-9250-92
1406-0039-10

“Heavy” Mesh Part #1406-0104-10

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2010 
Acura MDX
Mesh Grille

A 16 G9P 
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3. Apply several layers of masking tape around the perimiter
of the factory grille to protect the painted bumper cover
during the following grille removal precedure.

Mesh Grille Complete - Upper (Includes):
12 Gage Stainless Steel Mesh Surround
“Black Ice” “Heavy” Mesh Insert
(1) Top Mounting Plate
(14) #8-32 ESNA Half Nuts
(1) Lower Mounting Plate
(2) Black Rectangular Mesh Retainers
Mesh Grille Complete - Lower (Includes):
12 Gage Stainless Steel Surround
“Black Ice” “Heavy” Mesh Insert
(5) Black Rectangular Mesh Retainers
(3) Rectangular Mesh Retainers
(10) #8-32 ESNA Half Nuts 
Hardware Kit (components listed below):
(1) Emblem Mounting Plate
(2) 1.006” x .189” x .062” Black Plastic Washers
(4) #8 x 1/2” Black Truss Head Screws
(5) #6 x 1/2” Torx Pin Head Screws
(1) Torx T-10 Pin Head Tool
(12”) .045 x .250” Double Faced Tape
(1) Notch Location Template
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Description Part No.Quantity
************
1406-0034-10
1406-0040-10BI
1406-0210-07
1999-0065-00
1406-0208-10
1099-0167-05B
*************
1406-0022-10
1406-0041-10BI
1099-0167-05B
1099-0167-05
1999-0065-00
1406-1902-10
1406-0158-10
1999-0264-00
3999-9035-00
1999-0109-00
1999-0107-00
3004-9250-92
1406-0039-10

“Black Ice” Mesh Part #1406-B104-10

Reflected image



9. Using the supplied large black plastic washers and the fac-
    tory phillips screws, install the emblem onto the mesh 

 grille, making sure the emblem is perfectly centered in the 
    recess.

7. Remove the factory Acura emblem from the factory grille
(not shown). The emblem is secured with two small
phillips screws.

8. Install the supplied double faced tape to the back of the
factory emblem and adhere it to the supplied emblem
mounting plate (as shown).
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5. Close-up of the inverted installed factory push fastener
showing how to pull out the center portion of the pin.

10. Cut out and align the supplied template onto the
bumper cover, making sure the rear edge is in perfect
alignment. Use a grease pencil to mark the bumper
cover where the forward facing tabs are located, then
flip the template over and mark the opposite side.
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6. Once the lower push fasteners are removed, pull the
grille forward and remove it from the bumper cover.
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11. Use a disc grinder to remove the raide portions of the
bumper cover inbetween the grease pencil marks made
in the previous step.
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14. Paint everything inside the grille opening with flat or 
    semi-gloss black paint that would be visible through the 
    mesh grille, including the portions of the headlights 
    scuffed in the previous step.

15. Align the lower mesh grille assembly into place and use a
1/16” drill bit to drill through the centers of the mount-
ing tabs (as shown).
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12. Apply masking tape to the painted bumper cover 1/4” 
    inside the grille opening.
13. Tape in 1/2” from the edges of the headlight assemblies 
    that will be visible through the mesh grille and use a 
    scotch brite pad to scuff the clear plastic lenses.

16. Install the supplied #6 x 1/2” Torx pin head screws
    through the mounting tabs and into the bumper cover.

IMPORTANT: 
Do not overtighten the screws or you will strip out the holes

in the bumper cover !
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17. Align the mesh grille into place and reinstall the lower 
    factory push pins removed in Step 4.

18. Once the grille is flush with the bumper cover, use a 
    1/16” drill bit to drill through the holes in the lower 
    mounting plate and through the bumper cover.
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23. Finished installation.

20. Reinstall the 10mm hex head bolts and the factory plas-
    tic push pins removed in Step 2.
21. If the plate is not tight against the core support, push

down on the top plate until it is tight, then drill a 1/8”
(.125”) hole through the hole shown and install a #8 x
1/2” black truss head screw (each side as needed).

22. Reinstall the radiator support panel cover, reusing the
factory hardware removed in Step 1.

19. Install the supplied #8 x 1/2” black truss head screws (1
each side) to secure the lower mounting plate to the
bumper cover.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

