
Right
Left(18) “Classic” Tow Hook Fins

Tow Hook Fin Brackets

Tow Hook Surrounds

1/8” x 1/4” S. S. Rivets (SSD43SSBS)
Mounting Brackets w/Press Nuts

Pin Locating Template

.

Align either the “CLASSIC” or 
“MESH” pin location template with the inside edge of the 
tow hook opening and use an awl or similar pointed tool 
and mark the center of the mounting holes.

2 - Tow Hook Mesh Inserts
2 - Tow Hook Mesh Frames
Tow Hook Mesh Surrounds

1/8” x 1/4” S. S. Rivets (SSD43SSBS)
Mounting Brackets w/Press Nuts

Pin Locating Template

Right
Left

4
2
1
1
2

1009-0061-07
1009-0064-07
1009-0062-07
1009-0063-07

1999-3915-00
1009-0066-07
1009-0067-07
1009-0068-07
1999-0315-00

. Use a .125” (1/8”) drill bit to drill through the marks made
from the template in . 

Use masking tape to protect the paint surrounding the 
tow hook openings.

.

Align either the “CLASSIC” or 
“MESH” mounting bracket template with the inside edge 
of the tow hook opening and use an awl or similar point
ed tool and mark the center of the mounting holes.
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Top Right
Top Left

Bottom Right
Bottom Left

Right
Left

4
2
1
1
2

1009-0071-07
1009-0074-07
1009-0075-07
1009-0076-07
1009-0077-07
1009-0072-07
1009-0073-07

1999-3915-00
1009-0066-07
1009-0078-07
1009-0079-07
1999-0315-00

Notes to the Technician:
Do not at tempt in stal la -tion any E&G 
prod uct without first reading the detailed 
in struc tions.  E&G Clas sics will not war 
rant dam aged parts or ve hi cle due to  
altered  in stall a tion  procedures.

1/8” x 1/4” S. S. Rivets (SSD43SSBS)
Mounting Brackets w/Press Nuts

Pin Locating Template

4
2
1
1
2
9”
2

1999-3915-00
1009-0066-07
1009-0067-07
1009-0068-07
1999-0315-00
3004-9250-92
1009-0065-07

https://www.carid.com/eg-classics/


. Secure the tow hook covers using the supplied 10-24 x 
3/4” button head cap screws. Use a 1/8” allen wrench to
tighten the cap screws to secure (Mesh version shown, 
“Classic” and “Ultimate” versions installation same).

. Align the tow hook covers into place, aligning the pins 
with the holes drilled in (Mesh version shown, 
“Classic” version installation same). It may be necessary to
bend the pins in and down for a better fit into the tow 
hook openings.

. Install the mounting brackets using the supplied stainless 
steel rivets (as shown).

. Use a .125” (1/8”) drill bit to drill through the marks 
made from the template. 

. :
Tape around the edges of the tow hook covers and 
remove the covers. Tape in an additional 1/4”, scuff the 
exposed paint and apply black paint to the tow hook 
opening (not shown). Reinstall the tow hook covers to 
finish the installation.
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WARRANTY INFORMATION:



Rely only on high-grade car and truck custom grilles offered on our virtual shelves.

https://www.carid.com/custom-grilles.html



