
. Raise the vehicle to a comfortable working level and place
the vehicle on jack stands.

. Remove the lower cover underneath the bumper cover. 
Remove the 7mm hex head screws across the bottom
edge , the six (6) plastic push pins , 3 in each wheel 
well openings) and the two (2) 10mm hex bolts . The 
lower panel can now be removed.

. Pull the vent inserts out and slide the outer mounting tab
out of the slot in the bumper cover to remove (not 
reused, Touring or Limited model shown).

. From underneath the vehicle, remove the two (2) retain-
ing clips that secure each factory lower vent insert to the 
bumper cover. Use a flat blade screwdriver to push the 
clips straight up to remove.
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IMPORTANT!
The exposed edges of the stainless steel grille and mesh
can be extremely sharp. Please handle with care.
On vehicles painted any other color than black, you 
must paint the inside of  the vent recessed sections black.
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Notes to the Technician:
E&G is proud to present this package 

to you and reminds you that for technical 
in for ma tion, contact technical assistance. 

Do not at tempt in stal la tion any E&G 
prod uct without first reading the detailed 
in struc tions. E&G Clas sics will not war rant 
dam aged parts or ve hi cle due to altered 

in stall a tion procedures.



. Cut out the supplied template and align it into the bot-
tom of the driver side bumper cover recess. Once proper-
ly aligned, tape it into place and mark the hole locations 
with an awl or similair pointed tool. Remove the template
and flip it over and repeat the procedure on the passen-
ger side bumper cover recess.

. Remove the three (3) 
phillips screws retaining each driving light and remove 
the driving lights from the bumper cover. Disconnect the 
wiring and place the lights in a safe place for future 
reinstallation.

. You will need to bend the upper retaining tabs at both 
relieved slots (as shown). Start by bending the tab closest
to the hole (A) slightly more than 90 degrees. Bend the 
tab at the slot closest to the frame (B) slightly more than 
90 degrees. Make sure you fold the tabs back towards 
the side that the mesh is secured to.
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. Use masking tape to protect the factory paint from over-
spray. Tape up to the center of the mounting holes 
drilled in Step 6 and completely around the factory 
recess where the edges of the mesh sections line up.

. Align and center the mesh inserts into the lower bumper
cover. Once the mesh sections are centered in the recess
openings, use a 3/32” drill bit to drill through the center
of the upper tab mounting holes for future 3/4” black 
no.6 countersunk phillip screw installation.

. Use a 9/64” drill bit to drill through the marks made in 
the bumper cover in .

11

5

5

2

A

B

. Align the mesh sections over the back of the frames and
use a vise grips or pliers to bend the securing tabs over 
against the mesh to retain it.
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. Install the supplied 3/4” No.6 countersunk phillips 
screws into the upper mounting tabs to secure the mesh 
and frame section to the bumper cover. 

Use dumb-dumb or a small piece of 
tape to hold the screw onto the screwdriver during the 
installation. 

. Remove the protective liner from the vent mesh frame 
covers. Use a mild solvent on a soft cloth followed by 
glass cleaner to remove any glue residue.

. Peel back a small section of each piece of double faced 
tape backing applied to the vent mesh frames. Clean 
the backs of the stainless steel overlays with alcohol, 
then align the frames over the mesh sections, making 
sure a the frame complelely covers the assembled mesh 
sections. Peel the tape back off while pressing the 
frames firmly into place. Do not install the frame covers 
directly onto the mesh. If the mesh is in front of the 
frame, you have installed and bent the mesh frame tabs
backwards. Go back to and rebend the tabs.

. Install the supplied 
micro spacers between the driving light bracket and 
the bumper cover to offset the lights behind the mesh 
section. The lights will make contact with the mesh 
sections if these spacers are not used. Make sure to 
reconnect the electrical plugs before reinstalling the 
lower plastic cover.
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Reinstall the lower plastic cover by reversing the 
removal procedure outlined in .

. Remove the jack stands and lower the vehicle to finish 
the installation.
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. Use a scotch brite pad or 360-400 grit sandpaper and 
scuff the paint on the exposed surfaces. 

. Apply flat or semi-gloss black paint to the recesses and 
allow to dry.
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Cut out, overlap and tape templates together.

Find more E&G Classics products on our website.          Discover other car and truck custom grilles on our website. 

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html



