Controls & Features

Select the type of marker, paired to phone, and posted speed twice, then VOL for future alerts. Press MRK to adjust detector while receiving marker.

Press to mark a location for brightness (Min, Med, Max, Auto, Dark) be adjusted in Preferences.

Press and hold the BRT and SEN buttons to access Preferences. To exit Preferences, simply wait a few seconds without pressing a button. A Completed message will display confirming your selection(s).

Settings & Preferences

Read and set the BF and IDB in Preferences. To use Preferences, simply select the setting you would like to change and display or enter your selection/s. Then press Cancel to go to your setting within a category or select one category to the next your setting within a category.

To mark a location, press the Mark button while receiving marker.

Press and hold the BRT and SEN buttons to access Preferences. To exit Preferences, simply wait a few seconds without pressing a button. A Completed message will display confirming your selection(s).

Press SEN to modify marker. Press + or – to change settings and go from your setting within a category to the next.

Controls & Preferences

Press and hold the BF and IDB to access Preferences. To use Preferences, simply select the setting you would like to change and display or enter your selection/s. Then press Cancel to go to your setting within a category or select one category to the next your setting within a category.

To mark a location, press the Mark button while receiving marker.

Press and hold the BRT and SEN buttons to access Preferences. To exit Preferences, simply wait a few seconds without pressing a button. A Completed message will display confirming your selection(s).

Press SEN to modify marker. Press + or – to change settings and go from your setting within a category to the next.

Controls & Preferences

Press and hold the BF and IDB to access Preferences. To use Preferences, simply select the setting you would like to change and display or enter your selection/s. Then press Cancel to go to your setting within a category or select one category to the next your setting within a category.

To mark a location, press the Mark button while receiving marker.

Press and hold the BRT and SEN buttons to access Preferences. To exit Preferences, simply wait a few seconds without pressing a button. A Completed message will display confirming your selection(s).

Press SEN to modify marker. Press + or – to change settings and go from your setting within a category to the next.

Controls & Preferences

Press and hold the BF and IDB to access Preferences. To use Preferences, simply select the setting you would like to change and display or enter your selection/s. Then press Cancel to go to your setting within a category or select one category to the next your setting within a category.

To mark a location, press the Mark button while receiving marker.

Press and hold the BRT and SEN buttons to access Preferences. To exit Preferences, simply wait a few seconds without pressing a button. A Completed message will display confirming your selection(s).

Press SEN to modify marker. Press + or – to change settings and go from your setting within a category to the next.

Controls & Preferences

Press and hold the BF and IDB to access Preferences. To use Preferences, simply select the setting you would like to change and display or enter your selection/s. Then press Cancel to go to your setting within a category or select one category to the next your setting within a category.

To mark a location, press the Mark button while receiving marker.

Press and hold the BRT and SEN buttons to access Preferences. To exit Preferences, simply wait a few seconds without pressing a button. A Completed message will display confirming your selection(s).

Press SEN to modify marker. Press + or – to change settings and go from your setting within a category to the next.

Controls & Preferences

Press and hold the BF and IDB to access Preferences. To use Preferences, simply select the setting you would like to change and display or enter your selection/s. Then press Cancel to go to your setting within a category or select one category to the next your setting within a category.

To mark a location, press the Mark button while receiving marker.

Press and hold the BRT and SEN buttons to access Preferences. To exit Preferences, simply wait a few seconds without pressing a button. A Completed message will display confirming your selection(s).

Press SEN to modify marker. Press + or – to change settings and go from your setting within a category to the next.
Registration

1. Download ESCORT Live! app from the respective app store (Google Play or Apple App Store).
2. Ensure Bluetooth is on.
3. Tap Scan for Devices or wait for the Devices list to populate. ESCORT MAX 360 should appear.
4. Follow the onscreen instructions to download.
5. On your Smartphone go to Bluetooth Settings.
6. Tap ESCORT MAX 360 to pair the device with your device.

Pairing your Smartphone

1. Enter the FarmAgo App to get started. Please keep in mind that other Bluetooth devices may be in your area.
2. Follow the onscreen instructions to pair the device.
3. Ensure clear view of road ahead and sky areas.
4. Ensure the detector is mounted correctly. The magnet will change to a Bluetooth icon when paired to your phone. ESCORT MAX 360’s Over Speed Protection app, winning real-time ticket protection.
5. To adjust view, loosen thumb wheel and adjust the angle of the mounting bracket. Tighten thumb wheel to secure.

Mounting Tips:

1. Place in center of windshield between driver and passenger.
2. Remove backing from StickyCup mount.
3. Firmly press StickyCup onto windshield and flip up locking clamp to secure.
4. Remove detector, simply pull the detector off the mount bracket.
5. To remove mount from windshield, release locking clamp and pull tab on top of StickyCup.
6. To adjust view, loosen thumb wheel and adjust the angle of the mounting bracket. Tighten thumb wheel to secure.

Installation

1. Using ESCORT MAX 360 app, enabling real-time ticket protection.
2. Tap Scan for Devices or wait for the Devices list to populate. ESCORT MAX 360 should appear.
3. Ensure Bluetooth is on.
4. Tap ESCORT MAX 360 to pair the device with your device.
5. To adjust view, loosen thumb wheel and adjust the angle of the mounting bracket. Tighten thumb wheel to secure.
6. To remove detector, simply pull the detector off the mount bracket.

Controls & Features

- Alert Light: Lights blue when receiving power, blinks orange when receiving an alert.
- Mute Button: Press to mute an alert, press twice while receiving a locked-out alert, press three times to lock out a false alert.
- Power Button: Press once to turn the detector on, press twice to turn the detector off, press three times to unlock.
- Scroll Wheel: Loosen the sidebar, rotate wheel to access menu, press twice to lock.
- Mount: Connects to SmartCord for powering your device.
- Modular Connector: Connects to your computer via USB A /Mini B cable for downloading software updates.
- Earphone Jack: Connects to an auxiliary device.
- Mini USB Jack: Connects to SmartCord for powering your device.
- BRT Button: Press to unlock.
- Lock Button: Press to lock.
- SEN Button: Press to enter settings mode.
- Connects to high-definition radar and laser detector.