
Your new EZ Air Ride™ suspension 
kit comes with our complimentary 
Spare Air™ system.
25’ Coil Hose, Quick Connect, Brass 
Tee, Female Coupler, Schrader Valve, 
& Air Chuck

Connect the brass Tee to the side of 
the tank. Pressure switch (not 
shown) plugs into the back side 
and the quick connect plugs into 
the front.

Insert the supplied schrader valve 
into the female coupler.

Simply, push the assembled 
schrader valve into the quick 
connect.

Now use your shop’s compressor for 
your tank’s first fill, leaving your Viair 
compressors to just maintain tank 
pressure. They will love you for this... 
if they had a heart ;)

When finished replace the schrader 
valve with the supplied coil hose 
and air chuck. You now have 
onboard air!

MAINTAINING YOUR TANK?
Depending on your climate, how much you use you air ride system, and 
the overall humidity will determine how often you should drain your tank. 
Simply, use a frisbee and the complimentary shop towel to catch any water 
or debris. With that being said, you may want to start off by draining it 
once per month. Slowly open the drain cock, catch any moisture with your 
new shop towel, then tighten your drain cock. Your new Spare Air™ kit will 
make filling your tank back up a breeze!

https://www.carid.com/ez-air-ride/


Classic™ Gauge Panel

To Rear Bags To Front Bags

To Air Tank

Connect “red capped” barb to red head on gauge using 1/4” air line. 
Make sure you connect left to left and right to right.

Connect both “black capped” barbs marked SUP to the Wye fittings using 1/4” air line. 

Complimentary wire harness ties into your fuse box/panel to light up your gauge.
Connect red female terminal to LED buld and then to your fuse panel. 
Connect black female terminal to LED buld and then to ground. 

*Be sure to remove the color coded caps from each barb before trying to connect tubing.

Connect the “white capped” barb to the “white capped”  valve marked DEL using 1/4” air line.
Make sure you connect left to left and right to right. 

EZ as 1, 2, 3





Trunk Upper Decks: Fits nicely on the upper deck in most trunks (under package tray).

Eric’s 61 Cadillac as shown

In tight spaces use 
washers to adjust 
tank height, as 
shown.

Marc’s 63 C10 *Only fits trucks with factory gas tank mounted in cab

Frame Rails: Fits in between the frame rails of 60-87 C10s, behind the rear axle.

Slight notch must be made for 
flange to mount inside frame

Trunk: Sits comfortably in the trunk or compartment in most cars.

Steve’s 66 Chevelle Convertible



Use supplied EZ Tite™ on all 
mounting hardware to ensure a 
tight fit when mounting brackets 
to the air bags.

High side with flanged lip faces 
outward (toward the wheel).
Once bag is bolted and fitting is 
secure, bolt all thread through the 
shock tower.

Use the side holes to run your air 
line from air bags to the valves. 
EZ Air Ride specifically designed 
these brackets for ease of 
running line through the 
X-Frame.

Set the bottom plate on the lower 
A Arm and use it as a template to 
pre-drill bolt holes.

7/16” all thread with lock washers 
and nuts.  These mount the front 
upper brackets to the shock tower.

Simply, thread the 90 degree 
swivel “Click Connect” into place. 
Screw the supplied all thread into 
the center nut - all thread bolts 
through upper shock tower.
(don’t forget EZ Tite™)

Faces the wheel

Once holes are drilled your factory 
lower A Arm should look like the 
picture above.

Your assembled bag and brackets 
will look like the above picture. 
Now bolt the top bracket through 
the shock tower.

EZ Air Ride X-Frame brackets are 
truely 100% bolt-on. There is no 
cutting or welding involved. Our 
brackets are designed for an easy 
install process. We don’t strong 
arm customers into unnecessary 
parts that they don’t really need.



YoYou can use a pre-existing hole in your upper
spring mount to run your air line throught. Next, 
plumb the air line into you bag and mount the 
air bag and upper bracket using the suplied all 
thread and nut.
Lastly, bolt the lower bracket to the air bag 
through the underside of the pirch.



Use supplied EZ Tite™ on all 
mounting hardware to ensure a 
tight fit when mounting brackets 
to the air bags.

Remove factory rear bump stop.

Your frame will now look like the 
picture shown above and ready 
for air bags. Note: On 58 X-Frames 
this hole is about 1” further. You may 
need to drill a new hole.

Slide the cup into the upper 
spring pocket, then bolt the ear 
to the factory bump stop mount.
Note: there is a left and right 
hand side upper rear bracket.

Mount the E-Brake cable back 
over the lower rear bracket using 
the original hole. The bracket sits 
over and into the lower spring 
pocket.

Use the side hole to run your air 
line from the air bags to the 
valves. EZ Air Ride specifically 
designed these brackets for 
ease of running line through the 
X-Frame.

Safely remove the factory coil 
spring and unbolt the E-Brake 
cable.

Unbolt

Replace the factory E-Brake bolt 
with the fine thread bolt supplied 
in your new EZ Air Ride kit.

Bolt the top cup to the air bag 
and insert your 90 degree swivel 
fitting.

Left Side Right Side

Note: Keep air line away from moving parts and heat ie: exhaust pipe.







Slide the bracket into  the shock hole on the lower
 A Arm.





63-72 C10s have to be the coolest 
and easiest of them all to install air 
ride. It is the only GM vehicle where 
the shock is mounted on the outside 
of the coil spring, therefore no 
relocating.

Once the coil spring has been 
removed use the front upper 
mounting plate as a template for 
drilling the 4 perameter holes on 
the upper crossmember.

Mount the upper mounting plate and the lower cup to the air bag as 
shown above, and thread in the air fitting.

Safely remove your factory coil 
spring.

Be sure to feed enough air line 
through your spring pocket to 
easily  feed into the air bag as you 
bolt it up

Plumb the air line into the bag 
fitting before bolting the 
assembled bag/bracket to the 
crossmember.

Once the mounting 
plate has been safely 
bolted in place the 
lower cup will sit in the 
factory lower A Arm.

This kit has been 
designed to give you 
optimal drop. Don’t let 
other companies strong 
arm you into spending 
thousands on custom 
control arms and fancy 
chrome plated shocks.











Accept no compromises, choose only quality performance suspension parts.

https://www.carid.com/suspension-systems.html

