
Flex-a-lite® Aluminum Radiator, Dual-electric Fan System and 
Transmissions Cooler are Now Available for ‘04-’07 Ford Super Duty with 

PowerStroke  

● Largest radiator ever built by Flex-a-lite® for a heavy-duty, diesel-powered pickup
● Strongest airflow of any Flex-a-lite electric fan system
● Includes innovative and exclusive clutch-fan emulator that plugs into existing system to avoid

check-engine codes
● Eliminates more than 20 pounds of weight off of the engine
● Increases coolant core capacity by 16 percent

Las Vegas – Flex-a-lite® has expanded its line of direct-fit Flex-a-fit® aluminum radiator and electric fan 
combinations for full-size trucks to now include the ’04-’07 Ford Super Duty F-250 and F-350 with the 
6.0-liter PowerStroke turbodiesel engine. The system also includes a Flex-a-lite exclusive clutch-fan 
emulator that plugs into the existing control system, sending feedback to the truck ECM and avoiding 
potential check-engine codes. 

This radiator and fan assembly replaces the stock belt-driven fan and shroud, eliminating more than 20 
pounds of weight from the engine. The radiator increases coolant capacity in the core by 16 percent, 
and it is hand welded to the sidetanks to withstand additional engine pressure buildup that can cause 
the stock radiator sidetanks to blow out. Additional performance benefits are quicker engine warm up, 
cooler air conditioning output, improved horsepower and better fuel economy. 

The Flex-a-fit high-performance aluminum radiator is manufactured in the U.S., featuring a 2-row core, 
hand-welded to sidetanks with patented “T” channels to dissipate heat more efficiently. Radiator 
mounting brackets are included for an easy bolt-in installation in the stock location. This is the largest 
Flex-a-fit radiator and electric fan ever built by Flex-a-lite to keep the heavy-duty, diesel-powered 
pickup cool, even under heavy loads. 

The aluminum radiator is available both with and without a Flex-a-lite dual electric fan system. The dual 
15-inch electric fans move up to 6,800 cubic feet per minute (cfm) of airflow. That’s the highest airflow 
of any Flex-a-lite electric fan system! The entire core surface of the radiator is covered with a sealed 
shroud design. Although modifications to the fan shroud will be necessary, the Flex-a-fit radiator can 
also be used with the original clutch fan and shroud. 

The electric fans are operated by a Flex-a-lite Variable Speed Controller that starts the fans at 60-
percent power and increases fan speed as the temperature rises. It lets you adjust the temperature at 
which the fans turn on between approximately 160 and 240 degrees Fahrenheit. The controller also 
includes terminals to activate the fans when the vehicle air conditioning is turned on, as well as cockpit 
manual override control for tow mode or water crossings.  

The new dual-electric fan system is also available as Flex-a-lite part number 274 to fit factory radiators 
in ’04-’07 Ford Super Duty trucks with the 6.0-liter PowerStroke engine.  

http://www.carid.com/performance-engine-cooling.html
http://www.carid.com/flex-a-lite/


An optional transmission cooler kit mounts a Flex-a-lite Translife cooler to the new radiator. This is a 
direct-fit kit that includes brackets and a cooler, making it possible to hard-mount the transmission 
cooler without going through the radiator core.  

Part Numbers: 
59274 Radiator with dual electric fans - ‘04-‘07 Ford Super Duty  
59074 Radiator only - ‘04-‘07 Ford Super Duty 
274 Direct-fit dual electric fan for stock radiators - ‘04-‘07 Ford Super Duty 
41124RV Direct-fit transmission cooler kit for Flex-a-lite 59274 or 59074 


