
Faucet-Mounted Units

G1101 EyeSafe-X™ Faucet-Mounted Eyewash, Adjustable Aerated Outlet Heads

Application: EyeSafe™ faucet-mounted eyewashes convert 
any faucet into an emergency eyewash station without 
interfering with normal faucet operation. An EyeSafe™ unit 
can be installed at any sink, close to where accidents might 
occur. In an emergency, unit is quickly located and activated, 
and provides an unlimited supply of potable water for rinsing 
the user’s eyes.
Outlet Heads: Outlet heads are mounted 5" apart and 
deliver a soft, aerated flow of water. Heads angle forward and 
inward toward user. Angle of heads is adjustable to permit full 
coverage and avoid splashing. Furnished with float-off dust 
covers to protect outlet heads.
Valve: Forged brass diverter valve. Pull knob to activate 
eyewash; water pressure holds eyewash in operation, leaving 
user’s hands free. Push knob or turn off faucet to return to 
normal faucet operation.
Inlet: Body has 55/64"-27 female thread. Furnished with 
three adaptors (15/16"-27,  13/16"-27 and 3/8" IPS) for installing 
on most commonly used faucets, including laboratory-type 
faucets.

Outlet: Furnished with removable aerator on bottom.
Quality Assurance: Each unit is completely assembled and 
water tested prior to shipment.

important: Faucet-mounted eyewashes, whether 
manufactured by Guardian Equipment or other companies, 
require two motions to operate (turn on water, pull knob 
to activate eyewash flow). Therefore, Guardian Equipment 
does not believe that these units meet the provisions of ANSI 
Z358.1-2014 as eyewash units. These units are intended solely 
as supplemental units in addition to dedicated, plumbed 
eyewash equipment installed in the workplace.
Faucet-mounted eyewashes should be used with cold or 
warm water only. Use of hot water might cause scalding.

Available Options
  AP400-012 Inlet adaptor with 13/16"-24 female thread.

250-046R Replacement float-off dust covers 
(package of 2).

https://www.carid.com/guardian/
https://www.carid.com/rv-plumbing.html


this space for architect/engineer approval

Due to continuing product improvement, the information contained in this document 
is subject to change without notice. All dimensions are ± 1/4" (6mm).

Sign Included

Faucet-Mounted Units

Warning: Use cold water only with eyewash.
This unit is intended as a supplement to, but not a

replacement for, standard plumbed-in eye wash equipment

emergencyeyewash

G1101 EyeSafe-X™ Faucet-Mounted Eyewash, Adjustable Aerated Outlet Heads

15/16" - 27 ADAPTOR

13/16" - 27 ADAPTOR

3/8" IPS ADAPTOR

AERATED OUTLET HEAD 
MAY BE ADJUSTED TO 
ANY DESIRED ANGLE

CHROME PLATED 
FORGED BRASS 

VALVE BODY

REMOVABLE 
AERATOR

DIVERTER VALVE  
( PULL KNOB TO ACTIVATE EYEWASH )

1 - 1/2"  
( 38 mm ) 

3 - 1/2 " MAX.  
( 89 mm ) 

6 - 3/4 " 
( 171 mm ) 

4 - 3/4 " 
( 121 mm ) 

55/64 " - 27
FEMALE INLET 

NOTES:
1. USE COLD OR WARM WATER ONLY WITH FAUCET-MOUNTED EYEWASH.
2. THIS UNIT IS INTENDED AS A SUPPLEMENT TO, BUT NOT A REPLACEMENT FOR, 

DEDICATED PLUMBED-IN EYEWASH EQUIPMENT.



Parts List
G1100/G1101 EyeSafe™ Faucet Mounted Eyewashes

A

A

B

E

B C DValve Components
A 600-664R Actuating Knob (pkg of 2)
B 600-628R Inlet O-Ring (pkg of 2)
C AP600-666 Valve Stem with O-Rings and Spring
D AP600-665 Diverter with O-Rings
E 450-005 Outlet Aerator Assembly

G1100 Components
A 250-046R Dust Cover with Strap (pkg of 2)
B AP450-110R Aerator Assembly (pkg of 2)

G1101 Components
A 250-046R Dust Cover with Strap (pkg of 2)
B AP450-110R Aerator Assembly (pkg of 2)

Inlet Adaptors (included with unit)

AP400-009 (1) 15/16-27 Male Adapter with O-Ring, 
(1) 13/16-27 Male Adapter with O-Ring, 
(1) 3/8” IPS Male Adapter with O-Ring

Additional Adaptors (ordered separately)

AP400-012 (1) 13/16-24 Female Adapter with O-Ring

AP400-015 (1) 3/4” Female Hose Adapter with O-Ring

A

B



Installation, Operation and Maintenance
EyeSafe™ Faucet Mounted Eyewashes

A. Installation
1. Remove present aerator or other fitting from faucet outlet.
2.  Mount the Eye Safe unit to faucet spout. The Eye Safe inlet has a

55/64”-27 female thread.
Note:  Due to the variety of faucets, it may be necessary to use an adapter

to mount the Eye Safe unit on the faucet spout. Three adapters are 
furnished with the unit; a larger adapter with 15/16”-27 thread size 
to fit Delta and American Standard faucets, a smaller adapter with 
13/16”-27 thread size to fit Kohler and other faucets, and a 3/8” NPS 
adapter to fit Water Saver faucets. Important: When mounting eye 
safe to faucet, be careful not to overtighten adapter.

3.  If necessary, use a 13/16” or adjustable wrench to adjust the angle of the
outlet heads to obtain the desired angle for the eye wash water flow.

4. Attach the enclosed sign to wall or backsplash behind sink.

B. Use
1.  Turn on cold water side of faucet. Important: use only cold water when

eye safe unit is in operation. Hot water may cause scalding or other
injury.

2.  Pull knob on Eye Safe unit forward to activate the eye wash. Water
pressure will hold the eye wash in operation, thus leaving the user’s
hands free.

3.  To return to normal faucet operation, push knob back to original
position. When the faucet is turned off, the knob will return to original
position automatically.

C. Maintenance
1.  Periodic cleaning of the eye wash aerators is advisable to assure proper

water flow.
2. Keep plastic float-off covers on outlet heads when the unit is not in use.
3.  The Eye Safe unit, like all emergency eye wash and shower equipment,

should be tested weekly.



A. PEW-2* – EyeSafe-X faucet mounted eye wash. Angled, adjustable spray heads are
aerated and 5” apart, supplied with float off dust covers.  Forged brass diverter valve
operates when pull knob is activated. Furnished with three adaptors to fit most
commonly used faucets, including laboratory type.

B. Performance:  Unit shall be hydrostatically tested and come with a full 2-year
warranty.

C. Fixture:  Guardian Equipment G1101


