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Returning Your Unit for Service
Before sending your unit in for repair, please contact the factory, either
by phone or by email, to obtain a Repair Authorization Number for your
unit.

NOTE: Please do not return your Humminbird to the store for service.

Please have your product model name and serial number available
before calling the factory. If you contact the factory by e-mail, please
include your product model name and serial number in the e-mail, and
use Request for Repair Authorization Number for your e-mail subject
header. You should include your Repair Authorization Number in all
subsequent communications about your unit.

For IN-WARRANTY service, complete the following steps:

• Obtain a Repair Authorization Number from Humminbird Customer
Service.

• Tag product with your name, street address, phone number and
your assigned Repair Authorization Number.

• Include a brief written description of the problem.

• Include a copy of your receipt (to show proof and date of purchase).

• Return product freight prepaid to Humminbird, using an insured
carrier with delivery confirmation.

For OUT-OF-WARRANTY service, complete the following steps:

• Obtain a Repair Authorization Number from Humminbird Customer
Service.

• Include payment in the form of credit card number and expiration
date, or a money order. Please do not send cash.

• Tag product with your name, street address, phone number and
your assigned Repair Authorization Number.

• Include a brief written description of the problem.

• Return product freight prepaid to Humminbird, using an insured
carrier with delivery confirmation.

Contact Humminbird

Web site humminbird.com

E-mail service@humminbird.com

Telephone 1-800-633-1468

Direct Shipping Humminbird
Service Department
678 Humminbird Lane
Eufaula, AL 36027 USA

WARNING! This device should not be used as a navigational aid to prevent
collision, grounding, boat damage, or personal injury. When the boat is
moving, water depth may change too quickly to allow time for you to react.
Always operate the boat at very slow speeds if you suspect shallow water or
submerged objects.

WARNING! Disassembly and repair of this electronic unit should only be
performed by authorized service personnel. Any modification of the serial
number or attempt to repair the original equipment or accessories by
unauthorized individuals will void the warranty.

WARNING! This product contains chemicals known to the State of California
to cause cancer and birth defects or other reproductive harm.

ENVIRONMENTAL COMPLIANCE STATEMENT: It is the intention of
Johnson Outdoors Marine Electronics, Inc. to be a responsible corporate citizen,
operating in compliance with known and applicable environmental regulations,
and a good neighbor in the communities where we make or sell our products.

WEEE DIRECTIVE: EU Directive 2002/96/EC “Waste of Electrical and Electronic
Equipment Directive (WEEE)” impacts most distributors, sellers, and
manufacturers of consumer electronics in the European Union. The WEEE
Directive requires the producer of consumer electronics to take responsibility for
the management of waste from their products to achieve environmentally
responsible disposal during the product life cycle.

WEEE compliance may not be required in your location for electrical & electronic
equipment (EEE), nor may it be required for EEE designed and intended as fixed
or temporary installation in transportation vehicles such as automobiles, aircraft,
and boats. In some European Union member states, these vehicles are
considered outside of the scope of the Directive, and EEE for those applications
can be considered excluded from the WEEE Directive requirement.

This symbol (WEEE wheelie bin) on product indicates the product must
not be disposed of with other household refuse. It must be disposed of
and collected for recycling and recovery of waste EEE. Johnson Outdoors
Marine Electronics, Inc. will mark all EEE products in accordance with

the WEEE Directive. It is our goal to comply in the collection, treatment, recovery,
and environmentally sound disposal of those products; however, these
requirements do vary within European Union member states. For more
information about where you should dispose of your waste equipment for
recycling and recovery and/or your European Union member state requirements,
please contact your dealer or distributor from which your product was
purchased.

1100 Series™ In-Dash Mounting Kit

Overview
Following are instructions for the installation of this accessory. Before you start installation, we encourage you to 
read these instructions carefully in order to get the full benefit from your Humminbird® accessory.

Supplies: In addition to the hardware supplied with your In-Dash Mounting Kit, you will need a 
reciprocating saw for cutting the dash material and masking tape to hold the mounting template in place.

NOTE: The illustrations in this manual may not look the same as your product, but your unit will function in the
same way.

Installation
Start by placing the components on the surfaces where you intend to install them before installation. Make sure
that the surfaces you have chosen provide adequate protection from wave shock and that all cables can reach
the control head.

1. Locate a suitable, flat area of the dash to mount the control head. The control head requires a depth of
at least 4 inches (102 mm).

2. Tape the paper In-Dash Mounting template to the desired in-dash mounting location.

3. At a location inside the dotted line on the template, drill a hole large enough to insert blade of
reciprocating saw. In addition, drill the four mounting hole locations using a 3/16" drill bit. Carefully
begin cutting toward the dotted line, then follow the dotted line around the template. Remove the
template when finished.

4. Insert and tighten the four threaded rods into the four threaded inserts located on the back side of the
control head. Peel off the adhesive-backed foam pads and place them on the back of the control head; make
sure you notice the difference between the longer top/bottom and shorter side pads.

5. Insert the control head through the mounting hole from the front side of the dash. Place a washer, lock
washer, and wing nut onto each threaded rod and tighten fully.

threaded rod

washer

foam pads

Mounting the Control Head

wing nut

lock washer

cut away dash

foam pads
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1100 Series™ In-Dash Mounting Kit

6. Thread the cables through the opening in the back of the cable collector cover.

7. Insert cable connectors into the proper recesses on the cable collector insert. The cable connectors are
keyed to prevent reverse installation, so be careful not to force the connectors into the wrong slots. If you
don’t have a cable for every hole in the insert, install the blank plugs to protect the control head from the
weather.

NOTE: You may wish to dress the cabling with nylon wire ties in order to hold the cables together and
create a cleaner assembly.

NOTE: It is very important that the cable collector is used and secured in place in the In-Dash installation.

8. Line up the cable collector insert and cover, with the keying feature, then slide the cover into place
on the insert.

9. Attach the cable collector insert to the cable collector cover using the two #6 Phillips screws provided.

10. Plug the assembled cable collector into the back of the control head, pushing gently but steadily
until you feel the collector snap into place. Cable connectors and cable sockets are keyed to prevent
reverse installation, so be careful not to force the connectors into the wrong sockets.

CAUTION! Do NOT mount the cables where the connectors could be submerged in water or flooded. If cables
are installed in a splash-prone area, it may be helpful to apply dielectric grease to the inside of the connectors to
prevent corrosion. Dielectric grease can be purchased separately from a general hardware or automotive store.

The Humminbird 1100 Series control head is now ready for operation.

Assembling the Cable Collector

cable collector cover
screws

cable collector insert

Plugging the Assembled Cable Connector into the Back of the Control Head

transducer

cable collector insert

Inserting the Cables into
the Cable Connector Insert

temp/speed

cable collector cover

power communications
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Shop the largest selection of reliable marine electronics and navigation in our online store.
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