
Universal Door Installation Instructions 

(Good, Better, Best) 

Remove door panel from door disconnect all hardware and wire harnesses 
between panel and door. 

Remove plastic environmental barrier from door frame and hold to re-apply after 
install is complete. 

https://www.carid.com/hushmat/


Basic Door Installation (“GOOD”) 

Apply HushMat Ultra Silver or Black Foil damping material to the inside of the 
outer door skin by removing the brown release paper from the Ultra and passing 
the sheet through the largest access hole in the frame. 

Several installers prefer HushMat Ultra black foil as it does not reflect light and 
will not be seen through speaker grills and other holes in your door. 

Position the sheet against the outer skin by using the smaller access holes 
through door frame.  Cover a minimum of 70% of the door skin starting in the 
center and work toward the outer edges of the door. 



High Performance Door Installation (“BETTER”) 

For the highest performance we recommend taking the larger sheets of HushMat 
Ultra and apply them to the door frame covering all access holes through the 
door. Start on one edge of the door frame and peel back the brown release 
paper from the sheet and apply from the top of the frame to the bottom.  

The HushMat Ultra also serves as the vapor barrier that you removed. 

Carefully cut access slits through the HushMat Ultra where wiring or door 
hardware must pass through. Pull wiring or hardware through slits. 



 

 
 

Reinstall door speaker and hardware to the door. 
 

 

Superior Performance Door Installation (“BEST”) 
 

Eliminate the high frequency road, tire and wind noise by installing HushMat 
Silencer Megabond ¼” sound absorbing foam to the back of the door panel 

 

 
 
Lay the door panel on a table with the back of the panel facing up.  Lay one 
sheet of Silencer Megabond ¼” foam against the door panel with the white 
release paper on the foam.  Place the edge of the foam just inside the fasteners 
or clips that secure the panel to the door. 



Cut away any foam that overhangs the edges of the door panel with scissors or a 
utility knife.   Hand press the foam to the panel across the surface. 

Starting at one straight edge peel back the white release paper and press the 
sheet onto the straight edge of the door panel. Peel back the release paper 
completely from the sheet and work around the outer edges of the door panel 
applying finger/hand pressure to the foam surface. 



 

 
 

Cut around all panel fastening points, speaker grill, wire harness pass through of 
any mechanical hardware that will be attached to the vehicle door by slitting the 
foam and pulling the device through the foam. 

 

 
 

 
 

Secure all hardware and electrical connections from the door panel to the door 
and place the panel back onto the vehicle. Test each device to ensure function 
before securing the panel. 



Secure the door panel to the door and the door installation is complete. 

Repeat the above steps for each door in your vehicle. 

Product used 

Basic Door Install- 2 Doors 
HushMat Ultra Black Damping material One (1) –10200/10201 (Black or Silver Foil) 
Ten (10) Square feet. (5 Sq. Ft. per Door) 

High Performance Door Install- 2 Doors 

HushMat Ultra Damping Material (Black or Silver Foil) 
Two (2) 10200/10201 Door Kits (10 Sq. Ft. per door) 

Superior Performance Door Install- 2 Doors 
HushMat Ultra Damping Material (Black or Silver foil) 
Two (2) 10200/10201 Door Kits (10 Sq. Ft. per Door) 

HushMat Silencer Megabond ¼” sound absorbing foam SIL1008 One (1) - 23” x 
36” Sheet per door 



Universal Installation Guide – Floor/Firewall Install 

Remove Seats, Carpet, and Trim panel sections surrounding or holding carpet in place.    

Remove carpet pad and any loose foam pieces down to the floor pan.  There is no need to 

remove the factory damping material. 

Start at one straight edge (side or top of firewall as far under instrument panel as possible. 

If restoring a street rod and hot rod and no trim or instrument panel is in vehicle then start 

at the top of the firewall just under the windshield frame.   IF the instrument panel is 

installed reach as far up firewall as possible. 



 
 

Take one sheet of the HushMat Ultra.  Before removing the release paper place it onto the 

surface that you plan to install it.   Make impressions in the foil of the sheet marking any 

cut outs that you will have to make. 

 

 

 
 

Using a razor knife or scissors cut out all necessary areas.   Then peel back the release 

paper at one side and place it directly on the sheet metal.   Apply uniform hand pressure to 

the sheet and peel back the release paper from underside plying pressure as you progress 

across the sheet.   IF any air-bubbles form under the sheet poke the center of the air bubble 

with you knife and press sheet down to surface allowing entrapped air to escape. 



Repeat step until firewall is completely covered.   HushMat Ultra is proven to remove a 

minimum of 40% of the thermal transfer penetrating the firewall.   If the pre-HushMat 

treatment thermal transfer is greater than 180 degrees F, you will need to install Silencer 

Megabond ½” directly on top of the HushMat Ultra.    Follow the same process of planning 

the Silencer Megabond on the surface and trace any necessary cut-outs prior to removing 

the release liner. 

Silencer Megabond 1/.2” should be applied the 100% of the “hot” surface area. 

Proceed with the same application process across the entire floor pan and over the 

transmission tunnel.  On the flat or horizontal sections of the floor pan you can install 

Silencer Megabond ¼”.  On the tunnel and firewall we recommend ½”.  The combination 

of HushMat Ultra and Silencer Megabond should reduce thermal transfer by over 55%.  

This is done with less than 0.57 pounds per square foot applied.    

HushMat outperforms fiberglass, foil backed fiber, competing foil-backed materials and 

other damping category brands in reducing heat from entering the interior.    
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HushMat Universal - Hoodliner Installation Guide 

HushMat Hoodliner is formulated to reflect heat away 

from your hood.   The Hoodliner kit contains 12 Square 

Feet of 1/8th inch thick 0.5 pounds per square feet heat 

reflecting material.   This kit is designed to fully treat a 

full size hood.    

Start by removing the fabric mat from underneath 

your hood.  The fabric mat is typically fastened 

with push pins and can be reinstalled.     



Remove any dust or dirt from the surface of 

the hood with a dry cloth.   With HushMat 

Hoodliner you don’t have to use 

environmentally unfriendly acetone or 

alcohol to clean the surface. 

Apply each sheet of HushMat Ultra 

directly on the metal surface and use 

light hand pressure to allow material to 

form into uneven surfaces or channels.  

If the hood has deep draw areas you can 

cut cross patterns with a razor knife to 

allow the material to form into the 

bottom of the draw.   



Universal Roof Installation Instructions 

(Better, Best) 

Remove headliner fabric and trim by disconnect all hardware and wire 
harnesses between headliner and roof.  Measure width of roof and 
determine your cut lines for the HushMat Ultra sheets that will butt up to roof 
edge/vehicle frame.  

1932 Ford Coupe used to illustrate application 



High Performance Roof/ Headliner Installation (“BETTER”) 

For the highest performance we recommend taking the sheets of HushMat Ultra 
and apply them to the interior side of the outer roof skin in between the roof cross 
members/braces.   There is no need to apply the Ultra over these braces.   

Start on one edge of the roof and make any necessary cuts or trims and then peel 
back the brown release paper from the sheet and apply from one side to the 
opposite side of the roof abutting the sheets to the edge of the next sheet or slight 
1/4"-1/2” overlap is fine.  



Use hand pressure across the entire sheet as you remove the brown 
release paper.  A roller can be used but is not necessary.   

Cover the entire roof skin between the cross supports.  

1970 Road Runner used to illustrate Universal Headliner application 



High Performance Roof/ Headliner Installation (“BEST”) 

Silencer Megabond is then adhered to the back of the Headliner and not directly to 
the Ultra on the roof.   The Silencer acts as an insulating air gap between the heat 
source (roof) and the interior of the vehicle.   



Starting at one straight edge peel back the white release paper and press the 
sheet onto the straight edge of the Headliner. *** Be careful not to stick the 
adhesive side of the Silencer Megabond to itself – If this happens you will need 
to cut around this area and patch the Silencer ***     

Peel back the release paper completely from the sheet and work around the 
outer edges of the headliner applying finger/hand pressure to the foam surface. 

Secure the headliner back in place and reinstall all hardware and electrical 
connections from the headliner and place the panel back onto the roof of the 
vehicle. Test each device to ensure function before securing the headliner. 

You now have a headliner that will not flex and vibrate.   You also have a 
headliner that has reduced over 70% of the radiant heat transfer through the 
vehicle roof!   Cool, Quiet and Comfortable – The HushMat way!   

2005 Pontiac G5 illustration for Modified BEST application – 
Customer choose to place ¼” Silencer Megabond directly on top of 
HushMat Ultra – This still provides over 50% reduction in radiant 

heat transfer.

Discover other installation parts on our website.

https://www.carid.com/stereo-installation.html

