
Part number PF1950-1
2004-10 Infiniti QX56

2004-12 Nissan Armada
2004-12 Nissan Titan

V8 5.6L
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Please check the contents of this box immediately.
Note:  This intake system was Dyno-tested with an Injen filter and

Injen parts the use of any other filter or part will void the 
warranty and CARB exemption number.

Note:  The installation of this cold air intake does require mechanical skills.  Removal of the front bumper requires
loosening and removing several plastic plugs and screws that may be difficult.  It is recommended that this
system be installed by a professional mechanic.  Be sure to disconnect the negative terminal before proceeding.

Congratulations!  You have just purchased the worlds first tuned intake system.
MR Technology, Leading the way! 
Patent pending

POWER-FLOW: An air intake evolution
Power-Box contents: See cleaning and
maintenance instructions on last page.
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https://www.carid.com/injen/
https://www.carid.com/air-intakes.html


Insert the mass air sensor into the machined flange welded on the intake.  Once
the sensor has been firmly pressed into the flange, use stock screws to secure
the sensor in place. 

Take the assembled intake and press the 3 1/2” end into the silicone elbow.  Do
not tighten clamp located on the silicone elbow.

Place one large (.056) clamp over the end on 90 degree silicone elbow then
press the 3 1/4” end over the throttle body.   Semi-tighten the clamp located on
the throttle body side.

Find brace located in front of the ABS solenoid and screw vibra-mount into the
brace until it bottoms out.

Remove screws holding the sensor in place and carefully slide the mass air
sensor out of the sensor pad located on the air box outlet.

Remove flat filter panel from the filter box.  Once filter has been removed, gently
pull lower box out of the stock location. 

Unbolt the two front screws and remove the plastic cover located over the intake
manifold.

Remove screws, loosen clamps and remove upper air intake box and air intake
duct connected to the throttle body. 
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Align the Power box bracket to the vibra-mount stud and use the m6 nut and
fender washer to secure the box in place.

Here is a side view of the Power box bracket connected to the vibra-mount stud.

The assembled Power box is lowered into the engine compartment.  The 4 inch
hose is pressed over the end of  the intake (A) and the Power box bracket is
lined up to the vibra-mount stud (B).

The Power box velocity stack base is connected to the intake (A)  and the Power
box bracket is lined up to the vibra-mount stud (B).

The bracket holes are lined up to the bolt pattern and the two 45mm screws are
replaced.  The bracket is now secured to the Power box.

Press the 4 inch straight hose over the velocity stack outlet as shown in this 
picture.  Place two clamps, one on each end of  the hose and tighten the clamp
on the outlet side.

Take the harness clip and re-attach it to the air mass sensor until it snaps in
place.

In order to attach the bracket to the Power box, removal of two 45mm screws will
be required.  The two 45mm screws located on the radius end of  the Power box
top are removed.
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Take the CCV  connecting hose and press it over the CCV box port.  Use the two
small clamps to hold the hose in place and tighten the clamp on the port side.

Take the assembled CCV box and press  over the large port located on the
intake. 

Locate the driver side breather hose and press it over the CCV box port as
shown in this picture.

Locate the passenger side breather hose and press it over the CCV box port as
shown in this picture.

The driver and passenger side crank case breather lines are now connected to
the CCV box.

Use a utility knife to cut a small corner section as shown in this picture.  Cut
small sections at a time until a perfect fit is achieved, 

Congratulations! You have just completed the installation of the World’s first tuned
intake system, the Power-Flow intake, featuring MR Technology.  Periodically,
check the system for fitment, this will enhance the life of your Power-Flow system.

The plastic intake manifold cover is placed back to its original location.  The
CCV box will fit snug under the cover.

<<<<

<<<<

<<<<

Page 4 of Part# PF1950



@< Q#$)'-$0#:"&.$)'$,'&3"'.)1&(::(&.$)='%"-$))"-&'&3"')"2(&./"'F(&&"%*'&"%0.)(:'F",$%"'*$5'1&(%&'&3"'")2.)";''
A< 4:.2)'&3"'")&.%"'.)&(C"'1*1&"0',$%'&3"'F"1&'#$11.F:"',.&;''@)-"'&3"'.)&(C"'3(1'F"")'#%$#"%:*',.&&"+'-$)&.)5"
&$'&.23&")'(::')5&1='F$:&1'()+'-:(0#1;

B< J"%.$+.-(::*='%"-3"-C'&3"'(:.2)0")&'$,'&3"'.)&(C"'1*1&"0'()+'0(C"'15%"'&3"%"'.1'#%$#"%'-:"(%()-"'(%$5)+
()+'(:$)2'&3"':")2&3'$,'&3"'.)&(C";''R(.:5%"'&$',$::$D'#%$#"%'0(.)")&()-"'#%$-"+5%"1'0(*'-(51"
+(0(2"'&$'&3"'.)&(C"'()+'D.::'/$.+'&3"'D(%%()&*;

C< B&(%&'&3"'")2.)"'()+':.1&")'-(%",5::*',$%'()*'$++')$.1"1='%(&&:"1'()+S$%'(.%':"(C1'#%.$%'&$'&(C.)2'.&',$%'('&"1&
+%./";''7,'()*'#%$F:"01'(%.1"'2$'F(-C'()+'-3"-C'&3"'/(-550':.)"1='3$1"1'()+'-:(0#1'&3(&'0(*F"'-(51.)2
:"(C1'$%'%(&&:"1'()+'-$%%"-&'&3"'#%$F:"0;

D< K3"-C'&3"',.:&"%',$%'"T-"11./"'+.%&'F5.:+'5#;''
K$)2%(&5:(&.$)1Z''[$5'3(/"'851&'-$0#:"&"+'&3"'.)1&(::(&.$)'$,'&3" F"1&'.)&(C"'1*1&"0'1$:+'$)'&3"'0(%C"&;''''
A)8$*'&3"'(++"+'#$D"%'()+'#"%,$%0()-"'$,'*$5%')"D'.)&(C"'1*1&"0;''

Unbolt the four- 65mm screws from the velocity
stack base located on the corners of the base.

Loosen the clamp on the filter neck in order to
seperate the filter and velocity stack.

Unbolt the four-45mm screws from the Power-box
top.  The screws are located towards the corners of
the top.

Once the screws have been removed, gently pull
the base out of the Power-box body.

Once the clamp has been loosened, gently seper-
ate the velocity stack from the filter neck.

Once the screws have been removed, seperate
intake air stabilizer from the Power-box body.

Unbolt the four- 12mm screws from the velocity
stack base located to the center of the base.  Now
seperate the base from the velocity stack.

With the velocity stack base out of the way,  the
rectangular pre-filter screen will now slide out of the
Power-box channel.  

The round pre-filter screen will now detach itself from
the stabilizer top for cleaning. 

Assembly and disassembly instructions for the Power Box for the purpose of cleaning screens and filter.
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