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I. Introduction 
Congratulations!   If you’re reading this, then you are most likely 
about to install the TJ1001 in your 2003 to 2006 Jeep Wrangler.   
Don’t worry – installation should be a breeze and this document 
is intended to give you a few helpful hints and tips. 

Enjoy your new TJ1001! 



II. Safety Precautions
•Disconnect the negative battery terminal before beginning this
installation! 

•Don’t run with scissors

•If at any time during the installation you encounter a wild bear,
you should avoid poking it with a stick.   They don’t like that. 



III. Opening the Dash
First, pop off the top dash panel. After removing the two screws 
securing the center panel, you can pop it off as well.   The glove box 
can be easily removed by just taking off the strap on the right. 



IV.  Removing the stock radio 
If you still have a stock radio in your TJ, you are going to need to 
disconnect the security bracket at the rear of the unit…. 

Once the security bracket is disconnected, you can remove the four 
screws on the faceplate of the old stereo and the whole thing will 
slide out.   Disconnect the antenna and the old wiring harness from 
the factory harness.    
 
Your old radio has now been freed from your dash and can now be 
used as a handy doorstop or paperweight.   



Then, you can either remove the bracket entirely…. 

…or you can just bend it up into the dash so your TJ1001 and all the
cables have enough clearance. 



V.  Installing the TJ1001 
•Your TJ1001 comes with two wiring harnesses depending on your
specific vehicle.   Use the one that fits your factory harness.  The 
stock antenna should plug right into the back of your TJ1001 

•There are two temporary screws located on the top of your TJ1001
that are used to protect the DVD player during shipping.   They are 
clearly labeled.   Make sure you remove these before installation 

•The ideal placement of the GPS antenna is right above the vents in
the center console… 



 
•You can install the digital TV antenna wherever you’d like.   We hid 
ours by putting it sideways up in the passenger side roll bar right 
where it meets the windshield.   You can then run the cable down 
through the dash trim, behind the glove box and into the unit. 
  
•You can wire the ipod cable and rear USB cable wherever you’d like.   
We wired ours to the glove box. 
 
•Secure the TJ1001 with the four screws on the faceplate of the unit, 
put your dash back together and enjoy! 
 



VI. Rearview Camera
•Your TJ1001 can support a rearview camera as well as auxiliary
video inputs 

•To hookup the rearview camera, you’ll need to plug in the
camera itself and also connect the trigger wire.   (the brown 
wire labeled “back”)  

•The camera input should be plugged into the RCA input labeled
“camera” 

•You’ll then need to find a wire behind the dash that is hot only
when the vehicle is in reverse.   Use that wire to power both 
your camera and the trigger wire  

•Once complete, your TJ1001 will automatically display the
rearview camera when the vehicle is in reverse 




