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PLEASE READ THE INSTRUCTIONS BEFORE FITTING THE KIT.
 

If the engine is modified e.g. exhaust manifold, camshaft etc., we strongly recommend a
rolling road session.

IMPORTANT.  Read BEFORE starting.
This CVH engine, in common with most modern
engines, runs lean on the primary side.  With the
K&N Air Filter fitted, we recommend using a 122
primary main jet (supplied in the kit).  Changing
the jet is not difficult, but we do recommend you
read the instructions carefully as you go along.  If
you are having the job done by a mechanic, it will
save time if you take this sheet with you.  The job
can be completed in less than an hour.

KIT LIST.

'O' Ring Seal.
4 Air Filter base retaining clips. 
Primary main jet 122.
K&N. Window sticker.

http://www.carid.com/performance-air-filters.html
http://www.carid.com/knn/
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1 Remove the complete Air Filter system including the small bore pipe that runs from the 
filter case to the brass outlet pipe on the manifold.  Block off this pipe with tape or a plug.  
Remove the rubber gasket.

2 Remove the 2 water hoses A, electrical connector B and breather pipe C.  (see drawing).

3 Remove the two screws       and the four main screws.

4 Firmly hold the base of the carburettor and carefully lift off the top half.  Turn the 
carburettor top upside down and rest it on the rocker cover.

5 Remove the jet furthest away from the auto choke (size 17), using a screw driver that fits 
firmly in the slot and is at least as wide as the jet.  Press firmly before turning.  Replace 
with 122 jet.

6 Carefully replace the carburettor top keeping it square as you lower it down.  Replace two 
of the     screws but do not tighten yet.  Fully tighten the two small screws       .

7 Replace the two water hoses A, the electrical connector B and the breather pipe C,.

8 Fit the 'O' Ring and the filter base plate.  Place the four retaining clips under the four        
screws and tighten fully keeping the base plate parallel to the rocker cover.

9 Fit the filter and the top plate.

10 Check water level.

11 BREATHER SYSTEM  See Fitting and Tuning Sheet.

12 FILTER MAINTENANCE.
Under normal conditions, clean and reoil the filter at approx. 40,000 miles/ 65,000 km.
Use only K&N cleaner and oil and follow the instructions carefully.


