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Super Slide
Installation Instructions

SUPER SLIDE ASSEMBLY
2	 Slide assemblies (1 left, 1 right)
2	 Base brackets (1 left, 1 right)
TRIM PIECES*
1	 Front support bracket (U-channel)
1	 Rear support bracket (L-bracket)

* 2-way pull uses 2 U-channels

OTHER HARDWARE AND PARTS 
(NOT INCLUDED: Quantity of 
hardware and size of deck material 
vary by installation)
1	 3/4" plywood deck, cut to fit
	 application5/16"-18 carriage bolts
1	 Carpet or other material to cover
	 plywood for deck (optional)
5/16"-18 carriage bolts (length depends
	 on mounting surface thickness)
5/16"	 flat washers
5/16"	 split lock washers
5/16"	 18 hex nuts
1/4"	 pan-head wood screws

Superslide Installation Instruction	

1. SuperSlide consists of seven
component parts, 2 (left and right)
base brackets, 2 (left and right) slide
assemblies, 1 front U-channel*, 1 rear
L-bracket*, 1 deck (constructed of 3/4"
plywood and carpet, not included)
* 2-way pull SuperSlides use 2 U-channels

Make sure that all component parts 
and hardware listed are available 
before continuing installation.

2. Set the base brackets in the
compartment, positioning them a
minimum of 2 1/2" back from the
inside of the compartment door or
door hardware if applicable.)  Align
both left and right base brackets in a
squared parallel configuration as
shown in Figure 1.

3. Mark the locations of the square
mounting holes, remove the base
brackets and drill the mounting holes
with an 11/32" diameter drill bit. Use
5/16"-18 carriage bolts, flat washers,
lock washers, and hex nuts (not
included) and securely bolt the base
brackets in place.

4. The depth of the deck is set by the
vertical flanges on the slide
assemblies . The width of the deck is
determined by measuring the distance
inside the vertical flanges on the base
brackets and subtracting 2 1/2". Use
the holes in the slide component
horizontal flange to attach the deck.

6. With the deck installed, you are ready
to slip the completed slide assembly
into the base brackets that have been
secured to the compartment floor.
Position the 1" square tube located on
the outside of the slide assembly on
top of the slide support bearings. (See
Figure 2.)

Occasionally pull the latch release as 
the slide goes in so the latch bearing 
will clear the upper flange of the base 
bracket and the latch stops. Lift the 
front of the assembly slightly to gain 
clearance for the roller guide and roller 
bearing.

5.	Attach the front U-channel and rear
L-bracket to the deck using pan-head 
screws and the holes provided. The
2-way pull SuperSlides use U-channel
on front and rear.
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NOTE: If compartment opening has a lip on the bottom edge which is greater than 
3/4", it will be necessary to construct plywood spacers to raise the base brackets 
and allow clearnance for slide extension. Make spacers the same dimension as the 
base bracket horizontal flanges.
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NOTE: Maximum weight capacity: 1,000 lbs. distributed evenly.
CAUTION: If operating the slide assembly when vehicle is not level, use caution.

https://www.carid.com/rv-hardware.html
https://www.carid.com/kwikee/
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SuperSlide II and Trim Kit 
Installation Instructions

Inner Rail Assembly

1. Align pre-drilled holes and attach end trim pieces to
inner rail assembly using two rivets on the side and one in
each corner. (Figure 1A)

2. Align mid-rail trim pieces to holes along inside edges of inner rail assembly.
Attach each mid-rail with four rivets; two on left side and two on right side of
each mid-rail. (Figure 1B)

3. Measure inside dimensions of each insert area for wood insert panels (not
provided). (Figure 1D) See Figure 2 on next page for optional method using a
single carpet-covered panel over the wood inserts and mid-rails.

5. Allowing for thickness of panel covering, trim plywood or particleboard. Check
fit.

6. Cover panels with carpet or other material, such as vinyl or rubber mat.

Tools needed

Plywood or particalboard for 
panel
inserts
Carpet or other matieral to 
cover panel inserts

Wood screws

Safety glasses 

#2 Phillips screwdriver

Pop-rivet gun

Two-by-fours or other wood 
may be needed to raise slide 
enough to clear cargo 
compartment door

Instructions cover the 
installation of SuperSlide II 
Assemblies and Trim Kit for 
SuperSlide II.

Figure 1: Assemble inner rail, end and mid-rail trim pieces.

Figure 1B:
Attach mid-rail trim pieces
with rivets (included)

Figure 1C:
Measure and trim
wood panels and carpet 

Figure 1A:
Attach end trim pieces with
rivets (included)

Note: Discard unused 
mid-rails on shorter slides.

Included in
SuperSlide II and
Trim Kit for 
SuperSlide II    
Description Qty.   

Rivet, 3/16 x .250 (SB-64)  40

Inner rail assembly 2

Outer rail assembly              2

Slide square jig knee brace  4

End trim piece: X" *              2

Mid-rail trim piece: X" *        3

Slide square jig cross 
strip; X" * 2

* Where X" = the width of slide
(24", 32", 37", 39", 44", or 51") 
Note: OEM widths in 1" 
increments
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Figure 2: Install carpet-covered wood panels into inner rail assembly.

Optional:
If desired, install a thin
piece of carpet-covered
wood on top of  the 
inserts and mid-rail.

Figure 3: Assemble and install outer rail.

Figure 3A:
Attach slide square
jig cross strips to each
end of slide

Note: Omit these two
jig  knee braces for the
36" SuperSlide. Use jig knee 
braces in the other two
corners only.

Figure 3B:
Attach slide square
jig knee brace to each
corner of slide

Figure 3C:
Attach outer rail assembly to
floor of compartment

7. Attach carpeted panels with wood screws (not provided) shown in Figure 2.

Outer Rail Assembly

8.  Using rivets, attach a slide jig square cross strap  
      to the outer rail assemblies at each end. (Figure 3A) 

9.  Using rivets, attach a slide jig square knee brace to    
     the outer rail assemblies at each corner. (Figure 3B)

10.  Before attaching the outer rail assembly to the floor 
       of the cargo compartment, check for clearance at the 
       compartment door. It may be necessary to raise the 
       outer rail assembly up a few inches using 
       two-by-fours (not provided). Make sure that the inner 
       rail assembly will clear the edges of the cargo 
       compartment door.

11.  Align inner rail assembly rollers with outer rail 
       assembly rollers and slide inner rail assembly into 

place. It may be necessary to flex outer rails out to clear stops.

12. Attach mounting tabs shown in Figure 3C of the outer rail assembly to floor (or 
two-by-fours) of the cargo compartment using carriage bolts (not provided).

13. Check to make sure the latch secures the inner rail assembly when the slide 
is in the stowed position.
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Picture does not represent 
all available models

NOTICE!
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Inner Rail Assembly

1. Align pre-drilled holes and attach end trim pieces to 
inner rail assembly using two rivets on the side and one in 
each corner. (Figure 1A) 

2. Align mid-rail trim pieces to holes along inside edges of inner rail assembly. 
Attach each mid-rail with four rivets; two on left side and two on right side of 
each mid-rail. (Figure 1B) 

3. Measure inside dimensions of each insert area for wood insert panels (not 
provided). (Figure 1D) See Figure 2 on next page for optional method using a 
single carpet-covered panel over the wood inserts and mid-rails.

5. Allowing for thickness of panel covering, trim plywood or particleboard. Check 
fit.

6. Cover panels with carpet or other material, such as vinyl or rubber mat.

Tools needed

Plywood or particalboard for 
panel
inserts
Carpet or other matieral to 
cover panel inserts

Wood screws

Safety glasses 

#2 Phillips screwdriver

Pop-rivet gun

Two-by-fours or other wood 
may be needed to raise slide 
enough to clear cargo 
compartment door

Instructions cover the 
installation of SuperSlide II 
Assemblies and Trim Kit for 
SuperSlide II.

Figure 1: Assemble inner rail, end and mid-rail trim pieces.

Figure 1B:
Attach mid-rail trim pieces
with rivets (included)

Figure 1A:
Attach end trim pieces with
rivets (included)

Note: Discard unused 
mid-rails on shorter slides.

Included in
SuperSlide II and
Trim Kit for 
SuperSlide II
Description                           Qty.

Rivet, 3/16 x .250 (SB-64)  40

Inner rail assembly               2

Outer rail assembly              2

Slide square jig knee brace  4

End trim piece: X" *              2

Mid-rail trim piece: X" *        3

Slide square jig cross 
strip; X" *                              2

* Where X" = the width of slide
(24", 32", 37", 39", 44", or 51") 
Note: OEM widths in 1" 
increments
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Figure 2: Install carpet-covered wood panels into inner rail assembly.

Optional:
If desired, install a thin
piece of carpet-covered
wood on top of  the 
inserts and mid-rail.

Figure 3: Assemble and install outer rail.

Figure 3A:
Attach slide square
jig cross strips to each
end of slide

Note: Omit these two
jig  knee braces for the
36" SuperSlide. Use jig knee 
braces in the other two
corners only.

Figure 3B:
Attach slide square
jig knee brace to each
corner of slide

Figure 3C:
Attach outer rail assembly to
floor of compartment

7. Attach carpeted panels with wood screws (not provided) shown in Figure 2.

    Outer Rail Assembly

8. Using rivets, attach a slide jig square cross strap
to the outer rail assemblies at each end. (Figure 3A)

   9. Using rivets, attach a slide jig square knee brace to
     the outer rail assemblies at each corner. (Figure 3B)

10. Before attaching the outer rail assembly to the floor
of the cargo compartment, check for clearance at the
compartment door. It may be necessary to raise the
outer rail assembly up a few inches using
two-by-fours (not provided). Make sure that the inner
rail assembly will clear the edges of the cargo
compartment door.

11. Align inner rail assembly rollers with outer rail
assembly rollers and slide inner rail assembly into

place. It may be necessary to flex outer rails out to clear stops.

12. Attach mounting tabs shown in Figure 3C of the outer rail assembly to floor (or
two-by-fours) of the cargo compartment using carriage bolts (not provided).

13. Check to make sure the latch secures the inner rail assembly when the slide
is in the stowed position.

Picture does not represent 
all available models

NOTICE!
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