
INSTALLATION INSTRUCTIONS 

ONKI MODULAR BRUSH GUARD – PART # 
367397 99-03 FORD F150 Regular Cab/Super Crew 

99-02 FORD Expedition 

    Parts List (Please check that you have all the parts listed below before you start installing) 
Quantity Brush guard installation hardware  
      2 Mounting brackets 
      3 2” x 4” washer plates 
      1 1 ½” x 3” washer plate for passenger side only 
      4 ½” x 5” hex head bolts 
      6 ½” x 1 ½” hex head bolts 
    10   ½” Nylon nuts 
    20 ½” SAE washers 

    Installation of Mounting Frame Brackets & Brush Guard 

1. Note: For 2WD model not equipped tow hooks, there is no opening on the lower front of the bumper, trimming
the lower plastic front bumper is required to install the brackets.

2. If necessary, remove the lower front spoiler (if equipped) to allow the brackets to be installed.
3. Remove tow hooks. (if equipped)
4. Prep. and insert the supplied ½” x 5” hex head bolts through ½” lock washers and 2x4” washer plates for later

use. Note: The 1½”x3” washer plate is to be used on the passenger side rear of Eddie Bauer models
equipped with a sensor. (If the washer plates are not used, it will deform the Frame Face when tightening the
bolts.)

5. Identify the brackets to be used (D for driver side / P for passenger side). Underneath the front bumper Driver
Side, hold the bracket up against the Exterior Frame Face, (Note: 2WD Model, where the bracket touches the
bottom of the plastic bumper, mark and trim approximately 1” wide gap from the bottom up to about 5” high).
Now align the bracket to the 2 existing holes on the side of the Exterior Frame Face. Then insert the
assembled ½” x 5” hex head bolts from the Interior Frame Face through the main frame then to the mounting
bracket. Loosely fasten with the supplied ½” lock washers and nuts. Repeat this step for the passenger side.

6. With the help of another person, align and fasten the Brush Guard to the installed brackets by using ½ x 1 ½”
hex bolts.

7. Now, securely tighten all nuts, bolts and brackets.
8. Reinstall tow hooks and front lower spoiler. (For Eddie Bauer models, secure the sensor to the passenger

side frame with the original plastic push-in screws.

http://www.carid.com/onki/
http://www.carid.com/grill-guards.html

