
BR-1001-3B Bike Rack Instructions

STEP 2:  Open the rack by pushing both top and bottom bars in opposite directions of each other. 

IMPORTANT NOTE:  It is common that vehicles with lids and hatches have a single rear wiper.  It is important that you 
make yourself aware that the wiper cannot be used while the rack is attached to the vehicle.  Damage to the wiper 
can occur if activated.  If possible, remove the fuse for the rear wiper to prevent accidently activating the wiper.  The 
fuse for the rear wiper can be found in your owner’s manual. If the fuse for the rear wiper is being shared by other 
systems DO NOT remove fuse.

NOTE:  The movement of the rack is achieved by the round circular joints.  The joints allow for proper positioning of 
the rack to the vehicle.  The latches on each side of the joints provide the clamping forces needed to securely keep 
the rack in position.  ALWAYS make sure that the latches require some e�ort to release, but not excessive enough to 
damage the latch.

Pre-�t installation:

It is not required that you attach any of the straps at this point. 
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STEP 3:  With the rack perpendicular to the ground, rest the bottom bar of the rack at the very corner, where the 
 horizontal surface of the bumper meets the vertical surface of the trunk/lid/hatch.  

STEP 1:  Unfold rack by releasing the clamping force at joints A and B.  Do so by lifting latches away from the joint.  
  All latches need to be released in order to position the rack.

RELEASE LOCK

https://www.carid.com/pilot/
https://www.carid.com/bike-racks.html
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STEP 5:  At this point make sure that no other parts of the rack is making contact with the vehicle other than the 
 upper and lower bars.  Once you have determined positioning of the rack, lock A and B joints in place. 

STEP 4:  Rotate the top bar downward until it makes contact with the trunk/lid/hatch window.

STEP 7:  Once you have determined where hooks need to be placed, remove the rack from the vehicle and open 
the trunk/lid/hatch and con�rm that there are no obstructions that would cause the hooks to become free. 

Upper Strap Latch

Middle Strap Latch

Lower Strap Latch

STEP 6:  Scan the edges of the trunk/lid/hatch to �nd appropriate locations where the strap hooks can be placed.  

What is considered “appropriate” is as follows.

• Any edge of the hood/lid/hatch that is made of metal.
• Edges need to be rigid.
• Edges need to have adequate clearance to accommodate strap hooks.



Rack Mounting:

NOTE:  There are two types of hooks: �at hook and bar hook.  The �at hook will only be used between the 
trunk/lid/hatch gaps, where space is limited.  The bar hook will be used in locations where a �at hook cannot 
adequately reach around an edge.

 STEP 1:  Attach �at hook straps to the upper strap latches by holding down lever 2 and inserting strap at the front 
  end of the strap latch (1) and out through the lever opening.   Once you release lever (2) it will lock strap 
  in position.  You know this is done correctly when you pull the hook end of the strap and strap does not 
  increase in length.  To add length to the strap, hold lever (2) and pull hook end of the strap.

STEP 2:  Attach the �at hook strap to the predetermined location on the top edge of the trunk/lid/hatch.  Pull strap 
 end without hook until slack from strap is gone.  Do not tighten strap until all straps are in position. 
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STEP 3:  Attach the �at hook strap to the middle strap latches then attach the �at hook to the predetermined 
 location on the middle edge of the trunk/lid/hatch.  Pull strap end without hook until slack from strap 
 is gone.  Do not tighten strap until all straps are in position.

STEP 4:  Attach the bar straps to the bottom strap latches then attach the bar hooks to the predetermined location 
 at the bottom lip of the bumper.  Pull strap end without hook until slack from strap is gone. 
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STEP 5:  After all straps are in position, proceed to tighten them starting from the middle, top and then bottom.  
 After all straps have been tightened, inspect that all hooks have not moved from their position.  Then 
 secure the loose end of the strap as seen below.

STEP 6:  Position the bike rack mounting bar parallel to the road by lifting side latches; then lock in position.

This completes rack mounting.

Bike Mounting:

STEP 1:  Place bike in front of bike rack mounting bar.

STEP 2:  Mount bike on mounting pads.
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RELEASE LOCK



STEP 3:  Strap bike in position using the rubber straps on the mounting pads.  The straps need to be in tension so 
 that the bike does not bounce o� the mounting pads. 

This completes bike mounting.

Safety Inspection:

STEP 1:  Inspect all straps.  Straps may have some slack due to the weight of the bike.

STEP 2:  With both hands, shake the bike up, down, left and right to con�rm bike and rack are secured.

This completes safety inspections.  
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Disclaimer
When using Bully Load carriers and accessories, the user must understand the precautions.  
The points listed below will assist you in using the rack system and will encourage safety.

• For quality fits and safety, use only the recommended rack or accessory.

• Unless stated otherwise in these instructions, do not carry more than 59 kg (130 lbs.) on Bully load carriers.
Bully cannot warranty loads that exceed this limit.
Total load = cargo weight plus weight of accessories used to carry cargo.

• Check local and state laws governing projection of objects beyond the perimeter of a vehicle.  Be aware of
the width and height of your cargo since low clearance can a�ect the load.  All cargo will a�ect the  vehicle’s
driving behavior. Never drive with any lock, knob or rack in an open or unlocked position.

• All locks must be turned and moved periodically to ensure smooth operation. Remove valuable gear if your
vehicle is unattended for an extended period. Place at least one key in the glove compartment.

• For safety to your vehicle and rack system, obey all posted speed limits and traffic cautions.
Adapt your speed to the conditions of the road and the load being carried.

• Do not use Bully load carriers and accessories for purposes other than those for which they were designed.
Do not exceed their carrying capacity. Failure to follow these guidelines or the product’s instructions
will void the warranty.

• All loads must be secured using the provided straps.

• Review all instructions and warranty information carefully.

• Not for use on trailers or towed vehicles.

• Not for offroad use.

• Keep bicycle tires away from hot exhaust.

WARNINGS / LIMITATIONS 

• Carrying capacity should not exceed designated carrying capacity for specific model.

• Check tightness of all bolts and straps periodically.

• Not intended for tandems of recumbents.

• Do not exceed weight per class of receiver

• Do not install on trailer or towed vehicle.

• Failure to use strap may result in loss of bicycles.

• Replace Worn or Torn Straps
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