
This guide is intended to guide you through the basic functions of 
this navigation system. For details, please refer to the Operation 
Manual provided with the product.

Basic hardware buttons

1 h button
2 VOL (+/–) button

Press to adjust the AV 
(Audio and Video) source 
volume.

3 MAP button
Press to display the Map 
screen.

4  button
Press to display the Top 
menu screen.

5 MODE button
Press to switch between the 
Application screen and the 
AV operation screen.

6 TRK button
7  button

Press to remove the 
detachable faceplate from 
this product.
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Switching screens using the touch panel keys

Switching screens using the hardware buttons
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How to use the navigation menu screens
You can use various functions such as the route guidance and 
related settings.
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1 Returns to the Map screen.
2 Searches for your 

destination by the address 
or coordinates, or searches 
for the selected place of 
interest, etc.

3 Builds your route or edits 
the route currently set.

4 Displays the traffic 
information.

5 Displays useful information 
to support your driving.

6 Displays notifications 
that contain important 
information.

7 Displays the location that 
you saved as a favorite.

8 Switches among 2D, 3D, 
and 2D North up view 
modes.

9 Displays the “User Profiles” 
screen where you can create 
new profiles or edit the 
existing profiles.

a Displays the next page of 
the navigation menu.

b Displays the previous page 
of the navigation menu.

c Configures the navigation-
related settings and 
enables you to access the 
“SyncTool” screen.

d Displays the information 
of your navigation system 
(the version information, or 
licenses, for example).
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Searching for a location by address

1 Press the MAP button.
The Map screen appears.

2 Touch  to display the 
navigation menu on the 
Map screen.

3 Touch [New Route].

4 Touch [Address].
The “Find Address” screen 
appears.

5 Input the information for 
the location you want to 
set as the destination.

Touching the item next 
to each option displays 
the screen to enter the 
character or select one of 
options. After narrowing 
down your destination, the 
searched location appears 
on the Map screen.

6 Touch [Select as 
Destination].

After a short summary of 
the route parameters, a 
map appears showing the 
entire route. The route is 
automatically calculated.

7 Touch [Start Navigation].

Your navigation system 
starts the route guidance.
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How to use the map
Most of the information provided by your navigation system can 
be seen on the map. You need to become familiar with how the 
information appears on the map.
The following information marked with an asterisk (*) appears only 
when a route is set.
AV information is displayed at the bottom of the Map screen.

1 Shows the number and 
name of the street to be 
used (or next guidance 
point).*

2 Shows the next guidance 
point (maneuver).*

3 Shows the distance to 
the next guidance point 
(maneuver).*

4 Shows the maneuver after 
the next maneuver.*

5 Indicates the current 
location of your vehicle.

6 Displays the time and 
distance information for 
your route.*

7 Shows the name of the 
street (or city) that your 
vehicle is traveling on (or 
in).

8 Indicates the current route.*
9 Displays the Navigation 

menu screen.
a Indicates the progress to the 

final destination.*

CRB4841-A_5



Pairing your Bluetooth® devices
You can use various functions (hands-free phoning and Bluetooth 
audio etc.) by connecting your Bluetooth devices to this navigation 
system. To use the functions, pair the devices with the navigation 
system in advance.

1 Activate the Bluetooth 
wireless technology on 
your devices.

2 Press the  button to 
display the Top menu 
screen.

3 Touch  and then .
The “Bluetooth” screen 
appears.

4 Touch [Connection].

5 Touch .
The system searches for 
Bluetooth devices waiting 
for a connection and 
displays them in the list if a 
device is found.

6 Touch the Bluetooth 
device name you want to 
register.
While connecting, 
“Pairing… Please wait.” is 
displayed. If the connection 
is established, “Paired.” is 
displayed.
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Using hands-free phoning
If your cellular phone features Bluetooth technology, this 
navigation system can be connected to your cellular phone 
wirelessly. Using this hands-free function, you can operate the 
navigation system to make or receive phone calls. You can also 
transfer the phone book data stored in your cellular phone to the 
navigation system.

1 Displays the preset dial 
screen.

2 Switches to the phone book 
list.

3 Switches to the missed, 
received and dialed call lists.

4 Switches the mode to enter 
the phone number directly.

5 Switches to the voice 
recognition function (for 
iPhone).

6 Displays the Setting menu 
screen.

7 Closes the screen.

8 Performs the alphabet 
search in the phone book.
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Using the radio
You can listen to the radio using this product.
Once you have stored broadcast channels, you can easily recall 
preset channels from memory with a single touch of a key.

AVIC-6200NEX AVIC-5200NEX

1 Displays the source list.
2 Selects a band.
3 Displays the Time and date 

setting screen.
4 Displays the Setting menu 

screen.
5 Recalls equalizer curves.
6 Switches the text display 

between the main channel 
and sub channels.

7 Displays the Phone menu 
screen.

8 Stores song information to 
an iPod.

9 Performs manual tuning or 
seek tuning.

a Displays the preset 
channels.

b Recalls the preset channel 
stored to a key from memory 
with a single touch of the 
key.
Stores the current broadcast 
frequency to a key for later 
recall by continuing to touch 
the key.
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System Firmware Update 1.07 Instructions for Pioneer In-dash Multimedia 
Navigation Receivers 
(AVIC-8200NEX, AVIC-7200NEX, AVIC-6200NEX, and AVIC-5200NEX) 

This firmware update (version 1.07) applies only to the following models of Pioneer products sold in the 
United States and Canada. 

AVIC-8200NEX 

AVIC-7200NEX 

AVIC-6200NEX 

AVIC-5200NEX 

IMPORTANT 
Please download and print these Firmware Update instructions before downloading and installing the 
firmware update. It is important that you complete all steps correctly and in the order described below.  

• When you install this Firmware, all navigation function settings and saved data will be
formatted to default settings. Once the update has finished, you will need to reconfigure the
settings.

• Any content purchased and added through Naviextras will also need to be re-installed. Note
that no charges will be incurred to download previously purchased content.

In order to perform this update, the following items are needed: 

• Pioneer in-dash GPS Navigation system: AVIC-8200NEX, AVIC-7200NEX, AVIC-6200NEX,
and AVIC-5200NEX

• Blank USB storage device (no files), 2 GB or larger in capacity, formatted to FAT32.

CAUTION 
• The only USB port that supports the firmware update is USB port 1.
• DO NOT turn your unit off or disconnect the USB storage device while the firmware is being

updated.
• You can only update the firmware when the vehicle is stopped and the parking brake is

engaged.



Displaying the firmware version 

Check whether the firmware of your unit needs to be updated by checking the version number. 

Procedure: 

1. Press the HOME button to display the Top menu screen.
2. Touch the keys below in the following order.

The “System” screen appears 

3. Scroll down the list.

4. Touch [System Information].

5. Touch [Firmware Information].



6. After the “Firmware Information” screen appears, check the firmware version number.

7. Verify that the firmware on your unit is not already 1.07.
Downloading the firmware update files from Pioneer's website 

Once upgraded to this version, it is not possible to downgrade to a lower version. 

Extract the download file
The Downloaded zip file will produce the following file when decompressed: (See the table 
below)

Model Extracted Folder Name 

AVIC-8200NEX 

AVICAVH16 

AVIC-7200NEX 

AVIC-6200NEX 

AVIC-5200NEX 

IMPORTANT 

• DO NOT perform any further steps of this firmware update if the model number is anything other
than the above models.

• Disconnect any mobile devices that are currently connected to your unit.
• Ensure that the update file is located within the root (top) folder of your USB storage device. There

should be no other files on the USB storage device.
• While your unit is being updated, DO NOT turn off the system’s power and DO NOT touch the unit’s



touch panel screen as this may result in severe damage to your unit. 
• DO NOT remove the USB storage device during the firmware update process.
• Performing the firmware update will restore all settings to their default values.

Part 1: Updating the firmware on your Unit

Procedure: 

1. Connect a blank (formatted) USB storage device to your computer, then locate the correct
update file and copy it onto the storage device.

2. Insert the USB storage device to the USB port 1 of the receiver.
3. Set the audio source to “OFF” on your unit.
4. Press the HOME button to display the Top menu screen.
5. Touch the keys below in the following order.

The “System” screen appears. 

6. Scroll down the list.

7. Touch [System Information].

8. Touch [Firmware Update].



The “Firmware Update” screen appears. 

9. Touch [Continue] to display the data transfer mode.

Wait for the file check to finish. 

10. Touch [Start].
Note: Images are for illustration purposes only. Actual version number will differ.



Progress status is shown. (Please note: Approximately one minute after the update has started, 
the receiver will restart itself and return to the update screen below.) 

11. Wait until the update process is complete.
DO NOT pull out USB storage device or remove power until you see the “Update Complete”
screen.

Once the firmware update process is complete, the unit will display the "Update Complete"
screen.



Check if the firmware has been updated 

Perform the same procedure for “Displaying the firmware version” to check if the firmware has been 
updated. 

Procedure: 

1. Press the HOME button to display the Top menu screen.
2. Touch the keys below in the following order.

The “System” screen appears 

3. Scroll down the list.

4. Touch [System Information].

5. Touch [Firmware Information].



After the “Firmware Information” screen appears, verify that the firmware version is 1.07. 



Firmware Update (version 1.07) for Select Pioneer In-Dash Navigation AV 
Receivers 

August 5, 2017 

Dear Valued Pioneer Customer: 

We would like to inform you of the availability of a firmware update (version 1.07) for the current lineup of 
Pioneer In-Dash Navigation AV receivers.  This firmware update is only for the following Pioneer In-
Dash Navigation AV receivers sold in the United States and Canada:   AVIC-8200NEX, AVIC-7200NEX, 
AVIC-6200NEX, and AVIC-5200NEX 

Warning: Installation on any other product could cause irreversible damage.  

This firmware update (version 1.07) contains the following improvements. 

- Reduces noise that is emitted when using iPod sources

- Add QWERTY keyboard in AppRadio Mode

- Corrects a message that is improperly displayed when the system is turned off

- Corrects an error that may occur when using SiriusXM Artist Alert feature

In order to perform this update, the following items are needed: 

• Pioneer In-Dash Navigation AV receiver:  AVIC-8200NEX, AVIC-7200NEX, AVIC-6200NEX, or AVIC-
5200NEX.

• Blank USB storage device (no files), 2 GB or larger in capacity, formatted to FAT32

Steps to install the firmware may be found through the link below. Installation of the update should take no 
more than ten minutes to complete. 

How to Obtain the Free Firmware Update: 

Transfer the files to the USB storage device for insertion into the Pioneer in-dash DVD Receiver.

Check out the collection of stereos we offer.

https://www.carid.com/car-stereos.html



