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IMPORTANT 

Please make certain that the person who is 
to use this equipment carefully reads and 
understands these Instructi ons before 
starting operations. 

https://www.carid.com/porter-cable/
https://www.carid.com/power-tools.html


I 

GENERAL SAFETY RULES 
WARNING! READ ANO UNDERSTAND ALL INSTRUCTIONS. Fal lure to 
follow all instructions listed below, may result in electric shock, fire and/or 
serious personal injury. 

SAVE THESE !NSIRUCTIONS. 

WORK AREA 
1. Keep your work area clean and well lit. Cluttered benches and dark 
areas invite accidents. 

2. 00' not operate power tools in ex.plosive atmospheres, such as In 
the presence ot flammable liquids, gases, or dust, Power tools create 
sparks which may ignite the dus: or futl'es_ 
3. Keep bystanders, children, and visitors away while operating a 
power tool. Distractions can cause you to lose control. 

ELECTRICAL SAFETY 
1. Ooubt-e Insulated tools are equipped with a polarized plug (one 
blade is wider than the o1her}. This plug will flt in a polal'Qed outlet only 
one way. ff the plug does not fit fully In the outlet, reverse the pfug. lf it 
still does not fit, contact a quaUfled ttlectrician to lnstaU a polarized 
outlet. Do not ctlange the plug In any way. Double Insulated [Q) eliminates 
the need for the three wire grounded power cord and grounded power supply 
system. 
2. Avoid body contact with grounded surfaces such as pipesj
radiators, ranges and retrlgorators. There is an increased risk of electric 
shock if your body ts grounded. 

3. Don't expose power tools to rain or wet conditions. Water entering a 
power tool will iricretise lho nsk or e lectric shock. 

4. Do not abuse lhe cord, Never use the cord to carry the toots or pull 
the plug from an outlet Keep cord away from heat, oil, sharp edges or 
moving parts. Replace damaged cords immediately. Darr.aged cords 
increase the risk of electric shock. 
5. Wh�n operating a power tool outside, use an outdoor extension 
cord marked "W�A" or "W". T hese cords are rated fOf outdoor use and 
reduoo the risk of efectric shock 

PERSONAL SAFETY 
1. Stay alert, watch wttat you ar& doing, and use common sense when 
operating a power tool. Do not use toor while tired or under the 
influence of drugs, alcohol, or medication. A moment of inattention while 
operating power tools may rosult in serious personal injury. 

2. Dress properly.[)() not wear loose clothing or jewelry. Contain long 
hair. Keep your hair, cloth log, and gloves away from moving parts. 
Loooe aothes, jeWfllry, or long hair can be caught in moving parts. 
3. Avoid accidental starting. Be sure switch is OFF before plugging In.
Ca!rying tools with your finger on tile swilch or plugging in tools that have the 
switch ON invites accidents. 

4. Remove adjusting keys or switches before turning the tool ON. A 

vaench or a key that is left atlached �o a rotating part of 11le tool may resu;t 10 

personaf injury. 
' 

5. Do not overreach. Keep proper footing and balance at all times. 
Proper footing and balance enable better control of the toot in unexpected 
situations. 

s. Use safety equipment. Always wear eye protection. Dust 1nask. non· 
si<:id safety shoes. hard hai, or h earing protection must be used tor  
appropriate con ditions . 

TOOLS USE AND CARE 
1. Use clamps or other practical way to secure and support the
workpiece to a stable platform. Holding the work by hand or against your 
body is unsiable and may lead to loss of cootroL 

2. Do not force tool. Use 1he correct tool for your application. The 
correct tool w!ll do the job better and sa1e-r at 1he rate for which it Is designed" 

3. Do not use tool if switch does not turn it ON or OFF. A too ! 1hat 
cannot be contro lled with the swi1ch is dangerous and must be repaired. 
4. Disoonnec1 the plug from the power source before making any
adjustmen1S, changing accessories, or storing the tool. Such preventive 
safe1y measures reduce the risk of starting the tool accidentally. 

5. Store idfe tools out of reach of children and other untrained
persons. Tools are dangerous in the hands of untrained users. 
6. Maintain tools with care. Keep cutting tools sharp and clean.
Property maintained tools, with sharp cutting odges are less likely to bfnd and 
are easier to controL 

7. Check for misalignment or binding of moving parts, breakage of
parts. and any o1her condition that may affect the tool's operation. If 
damaged, have the tool serviced before using. r..1any accidents are caused 
by poorly maintained tools. 
8. Use only accessories that are reeommended by the manufacturer 
for your model. Accessories that may be suitable for one tool rnay become 
hazardous ><vhen used on another tool. 

SERVICE 
1. Toot service must be performed only by qualified repair personnel.
Service or mainteoance performed by unqualri*ed persoonel may result in a 
risk of injury. 
2. When servicing a tool. use only Identical replacement parts. Follow 
Instructions fn the Maintenance Sec11on of this manual. Use of 
unauthorized parts or fai lure lo follo�J Maintenance Instructions niay create a 

riSK ot electric shock or injury. 

SPECIFIC SAFETY RULES AND SYMBOLS 
1. Keep guards (base) in working order. Check operation before each 
use. Do not use i f  guard does not close briskly over blade. CAUTION: lf 
machine is dropped, guard may distort restricting operation. Keep slide 
mechanism tree of wooa chips. Occasionally lubricate ways with light machine 
oiL 00 NOT OVERLUBRICA TE as this creates excesSive sa•v<lust buJldup. 

2. Keep blades clean and sharp. Sharp blades minimize stalling and
kickback. 
3. DANGER: Keep hands away from cutting area. Keep hands away 
from blade. Do not reach underneath work while blade is rotating. CAUTION: 
Bt3des coa.<:it after being 1urned off. 
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