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This document contains very important information that includes warranty information and instructions for 
resolving problems you may encounter. Please keep it in the vehicle as a permanent record. 

Part#  
9640 4” 35W HID Flood Light Kit 

w/ Clear/Amber Stone Guard 

9670 7” 35W HID Flood Light Kit 
w/ Clear/Amber Stone Guard 

9641 4” 35W HID Spot Light Kit 
w/ Clear/Amber Stone Guard  

9671 7” 35W HID Spot Light Kit 
w/ Clear/Amber Stone Guard 

PRO COMP SUSPENSION 

http://www.carid.com/suspension-systems.html
http://www.carid.com/pro-comp/
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Important!: 
♦ It is recommended that this installation is completed by a professional mechanic! 
♦ ALWAYS wear safety glasses when using power tools or working on the vehicle! 
 
Electrical Hazard: 
♦ Disconnect the battery ground cable before working on the lights. 
♦ Make sure the lights are properly grounded. 
♦ DO NOT use battery while connecting lights. 
♦ Remove all jewelry during the installation. 
♦ Be sure the work area is clear of any fuel lines, fuel tank, brake lines, electrical wires, etc. 

before drilling. 
 
Electrical, burn and Fire Hazard: 
♦ Always use the control switches, relays and harness provided with the kit. 
♦ DO NOT modify the bulb, switch, relay and harness, ballast or use bulbs other than those 

specified. 
♦ DO NOT touch the lamp during or immediately after use with fingers or bare skin. 
♦ DO NOT look directly at the lamp or work near the operating lamp for an extended period 

of time. 
♦ DO NOT route the wiring harness near any sharp edges, hot surfaces or moving parts. 
♦ Be sure to secure the wiring harness to avoid damage, electrical shorts or fire. 
 
Equipment Damage: 
♦ Make sure bolts are tightened properly. 
♦ DO NOT operate the lights with the covers installed. 
♦ DO NOT turn the lights on and off frequently. 
♦ Choose a flat area with adequate space for installation. 
♦ Install light with the drain holes facing down. (allowing any water to drain) 
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HID Light Installation: 
 
1. Disconnect the negative (-) ground cable from the battery. 
2. Select a location on the vehicle to mount the Pro Comp lights. 
3. The mounting location should be a solid, vibration-free mounting point that provides ade-

quate clearance for the light housing and easy access to the mounting hardware. 
4. The selected mounting surface should be flat and larger than the light mounting bracket 

base. 
5. The lights should be mounted in the upright (bracket down) position to reduce the possibil-

ity of water entering the light.          
NOTE: If the lights must be mounted inverted (bracket up), the lens must be rotated.   

 IMPORTANT!: DO NOT block other vehicle lighting such as headlamps, turn signals, 
 fog lamps, etc. with the new lights 
 IMPORTANT!: DO NOT block any engine cooling or intake air openings with the new 
 lights. 
6. Drill a 7/16” (11mm) mounting hole for each light being installed.  Remove the 10mm hex 

nut, lock washer and flat washer from the light stud. 
7. Install the light to the previously drilled mounting hole using the supplied 10mm light 

mounting hardware. 

Wiring Harness Connection: 
 
1. Install the switch inside the vehicle cabin in a convenient location. 
2. Connect the power (red), switch (blue) and ground (black) wires to the switch. 
3. Connect the supplied switch power wire (blue) to a switched power wire inside the vehicle 

cabin. 
4. Connect the HID light wiring specific to your application per the wiring diagrams on pages 

4 and 5. 
 
 

Final Connections: 
 
1. Attach the red wire to positive (+) 12 volt DC battery terminal. 
2. Attach large black wire to the negative (-) 12 volt DC battery terminal. 
3. Use wire ties to secure the wires to the vehicle and/or bundle the excess harness wires to-

gether. 
4. Re-attach the vehicle battery cables, positive (+) and negative (-).  Attach the ground last. 
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Pro Comp HID Light Wiring Schematic: Using Supplied light Wiring 
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Pro Comp HID Light Wiring Schematic: Using Relay and Wiring Harness 


