
Tools Required;
Allen key, provided in kit.
Vacuum cleaner.
Tape measure.
10mm wrench.

Marking pen/pencil.
Power or Battery drill.
1/4” drill bit.
Rubber mallet.

Care Instruction:
Wash cap topper prior to fitting the Rhino Tracks.
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Parts List 

Item Component Name Qty Part No.
1 Track 63” RIGHT 1 A256-1600
2 Track 63” LEFT 1 A256-1600
3a Aero Buffer Strip 2 49”
3b Aero Roof Bar 2 49”
4a Sports Buffer Strip 2 54”
4b Sports Roof Bar 2 54”
5a Sports Buffer Strip 2 59”
5b Sports Roof Bar 2 59”
6 M6 Rectangular nut 4 N035
7 M6 x 40mm Security Screw 4 B085 
8 Adaptor block 4 M155 
9 M6 Spring Washer 8 W004
10 M6 x 12.5mm Flat Washer 4 W003 
11 RLCP Leg 4 M123 
12 M6 x 35mm T-Bolt 12 B129
13 6mm x 3mm O-ring 12 C347 
14 M6 Square washer 4 W037
15 RLCP Top pad 4 M173
16 RLCP Base pad 4 M172
17 M6 x 16mm Dowel nut 4 N027 
18 6mm dowel nut housing 4 A341
19 M6 x 35mm security screw 4 B092
20 Aero end cap 4 M153
21 Bar measurement strip 4 M332
22 Knob & M6 Nyloc Nut 12 M175/N013
23 5mm Security Allen Key 1 H021
24 Track End Cap (RIGHT) 2 M177
25 Track End Cap (LEFT) 2 M176
26 Fitting Instruction 1 RR-241

Y02-470 - 63” Cap Topper Tracks, 49” Cross Bars.
Y02-480 - 63” Cap Topper Tracks, 54” Cross Bars.
Y02-490 - 63” Cap Topper Tracks, 59” Cross Bars.

 Important: Please read these instructions carefully prior to installation.
Please refer to your fitting instruction to ensure that the roof racks are installed in the correct locations.
Check the contents of kit before commencing fitment and report any discrepancies.
Place these instructions in the vehicle’s glove box after installation is complete.

Maximum carrying capacity: Refer to manufactures specifications.

http://www.carid.com/rhino-rack/
http://www.carid.com/roof-racks.html


Y02 - 470-480-490 63” Cap Topper Tracks

3 a. Mark a line on the cap topper at the end of tracks.  Mark centre line of the C channel on both ends of
each track.

b. Move the track out slightly and use it as a straight edge to join the two centre line points.

IMPORTANT:  Re-check tracks are parallel before drilling, as this will effect the dimensions in Step 10.

C channel.

a. b.

2 Position tracks as close as possible to the outside edge of the cap topper, without mounting onto curved surface
of cap topper. This will ensure maximum strength.
When positioning, ensure tracks are parallel and end of each track lines up. Track ends with cutouts to be 
placed at rear of the vehicle.  Vertical face of track towards inside, curved face towards outside of vehicle.

‘A’ & ‘A’ - equal.
‘B’ & ‘B’ - equal.
‘C’ & ‘C’ - equal.

REAR of vehicle
B C

C
B

A A

Curved face of track towards 
outside of vehicle.

Track cutout at rear 
of cap topper.

Check inside of cap topper before marking track 
holes. Make sure knobs (item 5) have sufficient 
clearance and are not obstructed by strengthen-
ing ribs on the underside of the camper shell.

Check for and avoid uneven 
mounting surface for knobs 
when positioning holes.
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Y02 - 470-480-490 63” Cap Topper Tracks

7 a. Install track end caps.
b. Place tracks onto cap topper. Make sure track cut outs are placed towards rear of the cap topper.
c. Double check that all T-bolts have o-rings fitted.

Rear LEFT shown.

a. b. c.

Install the rubber O-rings onto each T-bolt.  
Slide six T-bolts into the C channel of each 
track.

6

5 Remove back tape from foam on underside
of tracks.

a. Mark end holes (front & rear) 5/8” in from end of tracks.  Six holes are to be drilled for each track. Spacing
for T-bolt holes to be approximately 5 5/8”.

b. Drill holes through cap topper using ¼” drill bit.
c. Vacuum fibreglass particles from inside and top of cap topper.

NOTE: Hole spacing determined by any obstruction on the underside of the camper shell. Refer Step 1.

4

Approx.
5 5/8”

5/8”
1st hole mark.
Track end mark.

a. b. c.



Y02 - 470-480-490 63” Cap Topper Tracks

10

Location tangs.

Rear Left shown.

9 Position base pad and top pad over dowel nut 
housing.  Note:  The four location tangs on the 
top pad face toward outside of vehicle.

Place two dowel nut housings in large cut at rear 
of each track.  Slide along to desired position. As 
a guide position the dowel nut housings 27” - 31” 
apart, which will be the center of roof bars.

Rear Left shown.

8 Gently finger tighten T-bolts only at this stage.  Once all have been started then tighten in the pattern as shown
below.  Ideally all knobs should be in line as shown.  DO NOT OVER TIGHTEN.  

5 3 1 2 4 6

Insert buffer strip into top of the roof bar. Do not stretch the rubber when fitting.  Make sure rubber is correctly 
located in the top C channel.
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Y02 - 470-480-490 63” Cap Topper Tracks

14 Fasten the four legs using the allen key supplied.
Tighten M6 x 40mm screws. Recommended 
tightening torque is 3-4 Nm.

M6 x 40mm screw.

M6 spring washer.

M6 flat washer.

Loosen the M6 rectangular nut off a little to
allow  insertion of each leg assembly into the 
underneath slot of the roof bar.
Leave loose at this stage, as roof bars will 
require adjustment.

Place the roof bars onto the pads. Use a spacing of 27” - 31” as a guide.  Do not position rear bar over the oval 
cut out at rear of tracks.  Make sure the bars are parallel across the vehicle.
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27” - 31”.
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Y02 - 470-480-490 63” Cap Topper Tracks

Important Information

LOAD RATINGS:
Maximum Carrying Capacity:  Due to the varying thickness and strengths of cap toppers Rhino-Rack cannot recommend a weight
carrying capacity.  Please refer to the cap topper manufacturer.

Recommendations:
It is essential that all bolt connections be checked after driving a short distance when you first install your roof bars.  Bolt connections should be 
checked again at regular intervals (probably once a week is enough, depending on road conditions, usage, loads and distances travelled).  You 
should also check the roof bars each time they are refitted.

USE ONLY NON-STRETCH FASTENING ROPES OR STRAPS.
Make sure to fasten your load securely.  Please ensure that all loads are evenly distributed and that the centre of gravity is kept as low as pos-
sible.  

Sensitivity to cross winds, behaviour in curves and braking.
The handling characteristics of the vehicle, changes when you transport a load on the roof.  For safety reasons, we recommend you exercise 
extreme care when transporting wind-resisting loads; special consideration must be taken into account when braking.

Please remove roof bars when putting vehicle through an automatic car wash.
Please refer to vehicle specific manual for load rating.  When roof bars are to be used in extreme off road conditions please build a safety factor 
of 1.5 into the load rating.  Roof bars are tested and approved to AS1235-2000. Increasing the number of roof bars does not increase the vehicles 
maximum permissible roof loading. 

Insert the end caps into each end of the roof bars. 
A rubber mallet may be used to knock them in.

17Measure the slot each side of the leg and cut the 
bar measurement strips to these lengths. Clip 
each piece into the bottom slots of the roof bar 
and ensure they are fully inserted.

16

Check that the roof bar overhang is the same both sides, and adjust as necessary. From underneath the roof 
bar, tighten the M6 attachment screws. Recommended tightening torque 5 Nm.  Check that the roof bar has 
not moved. Do not over tighten.

15

Equal length. Equal length.


