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Measuring for Individual Axle Length: 

Driver Side (C): ______________ (inches)
Driver Side (K): ______________ (inches)
Passenger Side (C): ______________ (inches)
Passenger Side (K): ______________ (inches)
Type of Rear End:
(9" Ford, 12 Bolt Chevy, 
Dana, etc.)

______________________

Dimension of (A) as 
shown ______________ (inches)

Bolt Circle (B.C) ______________ (inches)
Stud Type ___ Screw In ___ Press In
Dimension of (B) as 
shown ______________ (inches)

Dimension of (H) as 
shown ______________ (inches)

Spline Count
(Please list carrier type, 
manufacturer, make and 
model if available.)

______________
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Measuring for Rear End Width:

Type of Rear End:
(9" Ford, 12 Bolt Chevy, 
Dana, etc.)

__________________

Wheel to Wheel Width 
(D): ____________ (inches)

Housing flange to 
housing flange (E): ____________ (inches)

Driver side housing 
flange to pinion center 
(F):

____________ (inches)

Passenger side housing 
flange to pinion center 
(G):

____________ (inches)

Housing End Dimensions (for identifying which housing you have): 
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How to Identify a Splicer Axle: 









AXLE SEAL / TORQUE TUBE 
SEAL AS SERIES / TT SERIES 

PART # COLOR TUBING SIZE HOUSING SIZE 
AS9250 GOLD 2.500° 2.470° 
AS9218 BLUE 2.560° 2.540° 
AS9188 RED 2.625° 2.605° 
AS9125 SILVER 2.750° 2.720° 

PART # COLOR TUBING I.D. 
TT9250 GOLD 2.500° 
TT9218 BLUE 2.562° 
TT9188 RED 2.625° 
TT9125 SILVER 2.750° 

High cornering forces the gear lube out of the 
center section and down the axle tube leaving 
the ring and pinion high and dry!This billet 
aluminum seal has three O-rings that seal it to 
the axle tube and two bonded, heavy duty, 
neoprene inner seals designed to compensate 
for any amount of axle shaft runout.

This seal is installed in the tube to prevent the 
rear end lube from traveling up the tube and 
leaking out the bell. This aluminum seal has
three O-rings and two grease resistant, high 
temperature seal on the inside.


