
Installation Instructions 
2.5lb Air Tank 

Universal 
  P   a  r t    #     9   9  2   1  0  -   2  

Parts Included  Qty Parts Included  Qty 
Air Tank  1 90 degree “L” fitting  1 
10 mm hose  1 roll Sealing tape  1 roll 
 4 mm hose  1 roll 4mm push-in fitting (male)  1 
Gauge  1 4mm push-in fitting (female)  1 
Gauge bracket w/screws  1 10mm push-in fitting  4 
8mm bolts, washers, nuts  4 ea Quick connect stud (female)  2 
Drain plug (twist style)  1 Quick dis-connect  1 
Port plug  2 Male-male connector  1 
Import dis-connect  1 

NOTE: 

1. Make sure to apply sealing tape to all fittings.
2. Before installing or assembling determine the location of the tank and gauge.
3. The tank can be mounted in different positions, make sure the drain plug is mounted at the

bottom/lowest point.
4. Drain tank monthly.

 Make sure to regularly check connections, fittings and tank for possible leaks or damage. 

 Make sure to dis-connect the air hose too the tank to depressurize it before using your 
 winch. 

 Make sure all hoses remain clear from any obstructions, moving parts and extreme heat. 

Please read instructions entirely before attempting to install and use this product. 

http://www.carid.com/garage-accessories.html
http://www.carid.com/smittybilt/


                               

Installation Instructions 
2.5lb Air Tank 

Universal 
Part # 99210-2 

Installation   (To XRC10HD Winch) 

1. Determine the location you want to mount your tank. Use the 4 mounting holes on the base
of the tank as a template to mark the holes.  Once holes are marked set tank to the side and
drill holes. NOTE: Be sure to check for obstructions or hazards before drilling.

2. Remove the port plug on the back of the winch (labeled air tank) and install the 90 degree
“L” fitting.

3. Install one of the 10mm push-in fittings on the end of the “L” fitting.

4. Install a 10mm push-in fitting into each end of the tank.

5. Determine the best route to run the 10mm hose from the back of the winch to one end of
the tank. Once decided, push one end of the hose into the fitting on the “L” fitting and run it
to the end of the tank. (Cut to the appropriate length) When running hose make sure it does
not come in to contact with any sharp, moving or extreme hot surfaces.

6. Insert the remaining 10mm hose into the opposite end of the tank and route it to your
desired location to be able to use and connect to for future use.

7. Determine the best location that you want for the gauge. (under dash, in the engine
compartment, on the tank, behind the bumper, ect…) Once you have determined your
location, install the 4mm female push in fitting on the back of the gauge, then mount
gauge and bracket using the two sheet metal screws included.

8. Install the 4mm Male push in fitting to one of the middle ports on the tank. Then run the
4mm hose from the tank to the gauge.

9. Install drain plug into the bottom port on the tank. Note: It is recommended to drain the
tank monthly. 

10. Installation is now complete.
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Drain Plug 

Port  Plug 

4mm Male 
Push in Fitting 
(For Gauge) 

10mm Male 
Push-in 
Fitting.  (Out 
to Air Use 
Need) 

10mm Male 
Push-in 
Fitting. (To 
Winch or 
Compressor) 

Most common set-up 
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 There are many variations and setups on how this product can be used. The above is the 
 recommended version, if doing something different or connecting to a different power 
 source, be sure to read its manual entirely and follow all instructions and safety   
 precautions.  

 Improper use or installation can cause serious damage or injury. Use caution when 
 operating and installing this product. 


