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*Please wear protection before you work on your vehicle.
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1. Open the hood1. Open the hood

3. Use a flat-tip screwdriver to unlock the clip3. Use a flat-tip screwdriver to unlock the clip

2. Pull the plastic to the front and remove by following the
arrow

2. Pull the plastic to the front and remove by following the
arrow

4. Use fixed tip snap ring pliers to prop up the clip and
remove the grill

4. Use fixed tip snap ring pliers to prop up the clip and
remove the grill
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5. After you remove the grill, next use the T30 torx socket to
remove the two bolts

5. After you remove the grill, next use the T30 torx socket to
remove the two bolts

BoltsBolts

6. Use philip screwdriver to remove the two bolts to unlock
the headlight wire cover

6. Use philip screwdriver to remove the two bolts to unlock
the headlight wire cover

BoltsBolts

BoltsBolts

7. Pull out the cover from the vehicle7. Pull out the cover from the vehicle

9. Remove the plasitc cover from the fog light spot9. Remove the plasitc cover from the fog light spot

8. Use the T25 torx socket to remove the four bolts on the
side of the bumper

8. Use the T25 torx socket to remove the four bolts on the
side of the bumper

10. After you remove the plastic cover, it should look the
same as the picture shown above

10. After you remove the plastic cover, it should look the
same as the picture shown above
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11. Use T30 torx socket to remove the bolt from the fog light
spot

11. Use T30 torx socket to remove the bolt from the fog light
spot

12. Gently pull out the bumper slightly, just enough to see
the bottom of the headlight

12. Gently pull out the bumper slightly, just enough to see
the bottom of the headlight

13. Use 8mm socket to remove the two bolts from the bottom
. of the headlight
13. Use 8mm socket to remove the two bolts from the bottom
. of the headlight

15. Disconnect the harnness from the headlight15. Disconnect the harnness from the headlight

14. Use 8mm socket to remove the two bolts from the top of
the headlight

14. Use 8mm socket to remove the two bolts from the top of
the headlight

16. Gently pull out the headlight16. Gently pull out the headlight
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17. Connect the harness from the headlight17. Connect the harness from the headlight
please see the “Halo and L.E.D.installation instructions”
If your headlights don’t have HALO or L.E.D. You can skip the
installation instructions.

please see the “Halo and L.E.D.installation instructions”
If your headlights don’t have HALO or L.E.D. You can skip the
installation instructions.

18. Gently install the headlight to its original spot18. Gently install the headlight to its original spot

19. Install the bolts to the bottom of the headlight19. Install the bolts to the bottom of the headlight

21. Reinstall the two clips removed from earlier21. Reinstall the two clips removed from earlier

20. Use 8mm socket to install the two bolts to the top of the
headlight

20. Use 8mm socket to install the two bolts to the top of the
headlight

22. Install the bolt to the fog light opening22. Install the bolt to the fog light opening
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23. Put the plastic cover back on23. Put the plastic cover back on23. Put the plastic cover back on 24. Put the grill back and lock the clips to fasten the grill24. Put the grill back and lock the clips to fasten the grill24. Put the grill back and lock the clips to fasten the grill

25. Use T25 torx socket to install the bolts to fasten the bumper25. Use T25 torx socket to install the bolts to fasten the bumper25. Use T25 torx socket to install the bolts to fasten the bumper 26. Please repeat the picture order from 1 to 26 for the
opposite side

26. Please repeat the picture order from 1 to 26 for the
opposite side

26. Please repeat the picture order from 1 to 26 for the
opposite side Halo StyleHalo StyleHalo Style

R8 Style with headlight onR8 Style with headlight onR8 Style with headlight on R8 Style with headlight with headlight offR8 Style with headlight with headlight offR8 Style with headlight with headlight off
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SPEC-D HEADLIGHTS HALO HEADLIGHTS

http://www.carid.com/projector-headlights.html
http://www.carid.com/spec-d/

