
*Please Note*
If you are unfamiliar with the installation pro-
cesses, professional installation is highly rec-

ommended.

INSTALLATION GUIDE:
PRO-YD-TCEL00 (ALL COLORS)

1) Begin by opening your hood and locating the 
(4) 10mm bolts and (1) plastic fastener that 
secures the bumper to the frame. Using the 10mm 
socket remove them from their mounting holes.

3) Next, you need you remove the head light 
bracket. To do this you will need to remove (3) 
10mm bolts, there locations are shown by the 
arrows.

4) Now it’s time to remove the head light. Begin 
by unbolting the (3) 10mm bolts that secure it 
down to the frame. Once those are removed, 
unseat the head light and begin to unhook the head 
light harnesses. 

2) Once the bolts have been removed, you will 
need to move down to the fender liner and remove 
(1) 10mm bolt on either side of the bumper. Using 
the 10mm socket, remove them.



6) Next, seat the head light back onto the frame of 
the car and screw the (3) bolts back into the 
mounting holes then replace the head light bracket 
to support the head light. Replace the (3) bolts for 
the bracket and secure them all down. 

7) Now that the head light is secure, replace the 
front bumper and bolt it down. Begin by replac-
ing the 10mm bolt that secures the bumper to the 
fender. 

8) Replace the (4) 10mm bolts and (1) plastic 
fastener that secures the bumper to the frame. Be 
sure these are secures properly

Congratulations on completing the installation for 
your new Spyder head lights for the 2000-2005 
Toyota Celica

5) Once the head light is removed you will need to 
install the harnesses removed from your old head 
lights into your new Spyder head lights. Test your 
head lights before beginning reinstall process. 

https://www.carid.com/spyder/
https://www.carid.com/headlights.html



