
*Please Note*
If you are unfamiliar with the installation pro-
cesses, professional installation is highly rec-

ommended.
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1) Open your trunk and locate the (2) 10mm bolts 
that hold the taillight in place. Using the 10mm 
socket, remove these bolts.

1) Open your trunk and locate the (2) 10mm bolts 
that hold the taillight in place. Using the 10mm 
socket, remove these bolts.

3) Next, locate the brake light bulb and gently 
pull it out of its socket. You can keep this bulb 
with your old tail lights if ever needed again. 

3) Next, locate the brake light bulb and gently 
pull it out of its socket. You can keep this bulb 
with your old tail lights if ever needed again. 

4) Shown here you will need to connect the new LED 
clip into the bulb socket of your vehicles tail light 
harness. Be sure to line up the Black ground wires 
from the LED clip with the White and Black wire from 
the vehicles harness to prevent from blowing any 
fuses.
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clip into the bulb socket of your vehicles tail light 
harness. Be sure to line up the Black ground wires 
from the LED clip with the White and Black wire from 
the vehicles harness to prevent from blowing any 
fuses.

2) Once the bolts have been removed, you can 
remove the tail light. Once you have the wiring 
harness exposed, twist the 3 bulbs and sockets from 
the tail light.

2) Once the bolts have been removed, you can 
remove the tail light. Once you have the wiring 
harness exposed, twist the 3 bulbs and sockets from 
the tail light.

http://www.carid.com/spyder/


6) Final step, reseat the tail light lining the plastic 
pin on the back of the tail light with the mount 
hole on the vehicle frame. The mounting holes 
should line up with the bolt holes. Replace the (2) 
10mm bolts to secure the tail light in place and 
you are done.

6) Final step, reseat the tail light lining the plastic 
pin on the back of the tail light with the mount 
hole on the vehicle frame. The mounting holes 
should line up with the bolt holes. Replace the (2) 
10mm bolts to secure the tail light in place and 
you are done.

Congratulations on completing the installation of 
your new Spyder tail lights for the 01-05 Lexus IS 
300.
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5) Next, simply insert the sockets in to the tail light 
housing, placing the bulbs in there designated 
housings. Twist the sockets to secure them in place.

5) Next, simply insert the sockets in to the tail light 
housing, placing the bulbs in there designated 
housings. Twist the sockets to secure them in place.
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