
IMPORTANT

GETTING STARTED

CONTROL FEATURES

1. Key lock

2. Fingerprint scanner

3. Reset button (inside safe)

4. Battery Compartment (inside safe)

5. Indicator light

When you !rst receive your safe you will need to open 
the door with the key in order to install the ba�eries.  
Ba�eries are included and are located inside the safe.

To open the safe, insert key into lock and turn 
clockwise until the door automatically opens.  
NOTE:  You must turn the key back to the locked 
position before you are able to close and lock the 
door.

NOTE:  !is key has also been provided incase the 
ba�eries run low.  If you lose your key, you may 
purchase a replacement key by referencing the serial 
number located on the front of the door.  See section 
regarding replacement keys for further information.

Instructions
QAS-1512-B
QAS-1545-B

Record the serial number from the tag on the door front. 

Keep keys in a secure place away from children.

DO NOT STORE YOUR KEYS INSIDE THE SAFE.

®

Tools Required:  
Drill
Flat Head Screwdriver
10 mm Wrench 
3/16” (5 mm) drill bit for drilling into wood

Hardware Included:  
(4) M6 x 20 mm (3/4” long) Screws
(4) Washers

https://www.carid.com/stack-on/
https://www.carid.com/storage-organizers.html


INSTALLING THE BATTERIES

NOTE:  Do not mix old and new ba�eries.  Do not 
mix alkaline, standard or rechargeable ba�eries.

NOTE:  If the ba�eries are low the indicator light will 
�ash blue when you start scanning.  Replace with 4 
new AA alkaline ba�eries as shown.

RECORDING FINGERPRINTS

When you �rst receive your safe there are no 
recorded �ngerprints.  For security you must 
record a �ngerprint.  Failure to do so will 
compromise the safety and security of the safe.  

You can record up to 20 di#erent �ngerprints 
for opening the safe.

To record a %ngerprint, %rst press the Reset Bu�on on 
the inside of the safe. !e scanner will turn blue with 
two beeps (if the sound is turned on) and the blue 
light �ashes twice, you will then record the same 
%nger three times as follows:

1.  Press the scanner with the selected %nger 
until there is one beep (if the sound is turned 
on) and the green light �ashes once.  Li; your 
%nger o" the scanner.

2.  Press the scanner for a second time with the 
same %nger (holding the %nger in a slightly 
di"erent position) until there is one beep (if 
the sound is turned on) and  the green light 
�ashes once.  Li; your %nger o" the scanner.

3.  Press the scanner for a third time with the 
same %nger (holding the %nger in a slightly 
di"erent position) until there are two beeps (if 
the sound is turned on) and the green light 
�ashes twice.  Li; your %nger o" the scanner.

If the red light �ashes three times with three beeps (if 
the sound is turned on) your %ngerprint did not get 
recorded and you will have to start over.

Your %ngerprint is now recorded.

If you try entering more than 20 %ngerprints, the red 
light will �ash 5 times and there will be 5 beeps (if the 
sound is turned on).

For convenience, record several di"erent %ngers and 
record the most used %nger several times.  Position 
%nger on scanner as shown below.

If your safe includes a shelf, remove it for be�er 
access to the ba�ery compartment. Push the ba�ery 
cover locking tab with a screwdriver to release the 
cover.  Install the (4) AA alkaline ba�eries as shown.  
Replace the cover by inserting the rear tabs in the 
slots and snapping the cover in place. 



OPENING THE SAFE USING YOUR 
FINGERPRINT

TURNING THE SOUND OFF/ON

CLEARING THE  MEMORY

To turn the sound o", press the scanner with a 
recorded %ngerprint for 10 seconds until the green 
light �ashes twice.

To turn the sound on, press the scanner with a 
recorded %ngerprint until you hear two beeps and 
the green light �ashes twice.

Your safe comes with the beep sound turned on.

To clear the memory of all recorded %ngerprints, 
locate the reset bu�on on the inside of the safe 
and press this bu�on for about 5 seconds until 
the green light �ashes 10 times with 10 beeps (if 
the sound is turned on).  All recorded scans will 
be erased.  

NOTE:  For security you must record a 
�ngerprint.  Failure to do so will compromise 
the safety and security of the safe.  

To open the safe, press the scanner with a recorded 
%nger.  !e blue light will come on with one beep (if 
the sound is turned on) and the scan will begin.  

If the green light �ashes twice with 2 beeps (if the 
sound is turned on), the scan has been accepted and 
the door will open.

If the red light �ashes once, the scanner did not read 
your %ngerprint and you must try again.  If the red 
light �ashes 3 times, the scanner read your %ngerprint 
and did not accept it.

If there are 3 rejected scans, where your 
�ngerprint was read, and the red light 4ashes 5 
times with 5 beeps (if the sound is turned on), 
you will have an automatic lockout for 60 
seconds before you can try a scan again.  �e 
safe will beep one time (if the sound is turned 
on) and the green light will 4ash once when the  
lockout period is over.

If there is 1 more rejected scan where your 
�ngerprint was read and the red light 4ashes 5 times 
with 5 beeps (if the sound is turned on),  you will 
have an automatic lockout for 5 minutes before you 
can try a scan again.  �e safe will beep one time (if 
the sound is turned on) and the green light will 4ash 
once when the  lockout period is over.

To close the safe, push the door closed until locked.



SELECTING A LOCATION

SECURING THE SAFE

NOTE ON LOCKING THE SAFE: �e safe 
needs to be in an upright position, as shown in 
�gure 1, for the locking mechanism to function 
properly.  Failure to mount the safe in the 
corrrect upright position will compromise the 
safety and security of the safe.

Secure the safe to a shelf using the predrilled 
mounting holes in the safe and hardware provided.

Place the safe in the desired location and mark the 
mounting holes to be used with a pencil.  Move the 
safe and drill the pilot holes for the screws.  For 
mounting to a shelf, drill  3/16” diameter pilot 
holes and a�ach the safe using the 3/4“ screws and 
washers. (Figure 2)
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Figure 2

THE SAFE SHOULD ALWAYS BE KEPT 
OUT OF THE REACH OF CHILDREN.

*e safe must be mounted to a shelf.  For optimal 
safety and security, the safe should be installed in 
an isolated, dry and secure area.

NOTE:  �is safe must be mounted to a shelf.  
Failure to do so will compromise the safety and 
security of the safe.

Do not use glass cleaners or sprays on this safe.  
Clean with a damp cloth.

MAINTENANCE




