
 

 
 
 
 
 

INSTALLATION INSTRUCTIONS 
STILLEN SWAY BAR KIT (FRONT & REAR) 

2009 NISSAN GTR 
P/N GTR304380 

Materials supplied: 
1. (1) FRONT SWAY BAR 
2. (1) REAR SWAY BAR 
3. (1) SET OF ADJ ENDLINKS 
4. (1) SET FRONT BUSHINGS 
5. (1) SET REAR BUSHINGS 
 
Equipment needed: 
1. Assorted sockets and wrenches 
 

 
WARNING: 

IF YOU ARE NOT EXPERIENCED IN THE AREA OF 
AUTOMOTIVE MECHANICS WE STRONGLY URGE THAT 
YOU REFER THIS INSTALLATION TO YOUR MECHANIC. 

 
 

Please read the instructions completely before 
installation! 
 
 
Installation: Front sway bar 

1. Raise vehicle to adequate height for 
sway bar removal. This is best 
accomplished on an automotive lift. If you 
are using a floor jack please follow all 
safety precautions i.e. using wheel 
chocks; jack stands while under vehicle.  

2. For front sway bar removal, start by 
removing the main engine splashguard. 
You will need to remove the various 
screws and plastic clips securing it to the 
vehicle. See (PHOTO 1) 

 

 

3. Remove the nuts on the end links 
connecting the sway bar. Unbolt the end-
link from the lower a-arm.   (PHOTO 2) 

 

 

 

 

4. Remove the nuts that attach the frame 
mounts to the frame. (PHOTO 3) 

https://www.carid.com/stillen/
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Remove sway bar & stock end-link. 

5. Lube and install the new bushings onto the 
sway bar. Lift into position and secure it to the 
frame. Torque the frame mount nuts to 41-49 
ft-lbs. 

6.  Install the provided adjustable end-link in 
place of the stock end-link as in PHOTOS 4 & 
5. Install the end link and torque those bolts to 
59-70 ft-lbs. Reinstall and engine splashguard.  

7. Done! 

 

NOTE: The parts should be assembled in the 
following order... 

UPPER: Bolt—washer--cup seal—small spacer--
rod end—big spacer--lower arm--washer--lock nut. 

LOWER: Bolt—washer--cup seal—small spacer--
rod end—small spacer--cup seal--washer--sway 
bar--washer--lock nut. 
 
When adjusting the sway bar, the holes closest to 
the end of the bar is the softest setting.  
You will need to lengthen or shorten the adjustable 
rod ends to make sure there is clearance between 
the end of the sway bar and the lower a-arm 
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Installation: Rear sway bar 

1. Raise the rear of the vehicle to adequate 
height to sway bar removal.  This is best 
accomplished with an automotive lift.  If 
you are using a floor jack please follow all 
safety precautions i.e. using wheel chocks; 
jack stands while under the vehicle. 

2. Start by removing the lower cover.  You will 
need to remove the various bolts to gain 
access to the rear sway bar.  See (Photo 
1) 

3. Remove the nut on the end links 
connecting the sway bar. Remove the 4 
nuts attaching the 2 sway bar frame 
mounts to the vehicle. Remove the sway 
bar & Stock end-link.  See (Photo 2) 

4. Lube and install the new sway bar 
bushings onto the Stillen sway bar. Lift bar 
into position and attach frame mounts to 
frame. Torque frame mount nuts to 20-29ft-
lbs. Install provided adjustable end-links 
and torque to 37-44ft-lbs. (Photo 3)  
Reinstall the lower cover. 

5. Done! 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Page 4 of 4 

IMPORTANT INSTALLATION NOTE: 

The STILLEN GT R sway bars come equipped with adjustable end links.  It is critical that when the end 
links are installed that the car is on a level surface with all four tires contacting the ground supporting 
the weight of the vehicle.  The final step in the installation process is to adjust the links so that they 
simply drop in to their mounting locations on the sway bar.  To perform this step simply bolt up one 
link to hold the bar in place.  Lock it down and secure that mounting position for that link.  Then, once 
all of your alignment, camber, toe, ride height and everything is finalized, hook up the second link.  
When hooking up the link make sure it is adjusted so that there is no tension on the bar.  You want it to 
simply slide into position. 

Performing this step last ensures that there is no tension or pre-load on the bar which could adversely 
affect the handling of the car.  Adjusting the sway bar end links should always be the last step in any 
suspension modification. 

Check out the collection of performance suspension parts we offer.

https://www.carid.com/suspension-systems.html



