
STREET SCENE EQUIPMENT,INC. 950-88000 
DAYTIME RUNNING 

LIGHT KIT

  INSTALLATION  INSTRUCTIONS
   DAYTIME RUNNING LIGHT KIT

APPLICATIONS: This module is not suitable for the following:

1. Domestic and import cars with headlight relay system.

2. Vehicles with electronic bulb monitoring.

3. Vehicles with vacuum or mechanically operated headlamp covers.

         NOTE: DRILLING NECESSARY

VERY IMPORTANT !  Read and understand all directions and check the following parts list before starting
installation. Installation time is approximately 45 minutes.

PARTS LIST
1      Control Module 1     Instruction Sheet 1          Quick Splice Connector
1      Wire Harness 1  # 8 X 3/4" Washer Head 4              6" Tie Wraps Black

1 Street Scene Emblem 1       Got Street Scene Decal

TOOL LIST
           Pliers, Drill Motor, Phillips Screwdriver, Volt Meter Or Test Light, 1/8" drill Bit, safety Glasses

1. Before beginning installation be sure to wear proper eye protection.

2. Disconnect the negative terminal.

3. Mount the control module to the fender panel using the supplied hardware.

4. CONNECTING THE BLACK WIRE: Always connect the black wire first. The black wire supplies the
module with an electrical ground. A solid groundconnection is essential for proper module operation.
Connect the module's black wire to an existing vehicles ground or to the mounting hole for the control
unit.

5. CONNECTING THE TAN WIRE: The tan wire supplies the vehicles low beam headlamps with the voltage
when the module is activated. Use a volt meter or test light to locate the wire at the rear of the headlamp
that will indicate voltage only when the low beam headlamps are switched on. Using the quick splice
connector provided, open the connector and slide over low beam wire. Slide the tan wire into the
connector and crimp with the pliers.

6. CONNECTING THE GREEN WIRE: The green wire is the module's ignition input and is used to signal
the module that the key has been switched on. Use a volt meter or test light to locate a wire that will
indicate + 12 volts only when the ignition switch is on the " ON " position. This can be found in the engine
compartment or at the fuse block center.

7. CONNECTING THE RED WIRE: The red wire supplies + 12 volts from the battery to the module. Use a
volt meter or test light to locate a vehicle wire that can supply + 12 volts at all times. This can be
connected to the positive side of the battery terminals using the fuse link provided.

8. Re-connect the battery.

NOTE: For night time driving, You must MANUALLY switch on your headlamp system

1. During normal daytime use, leave the headlamp switch in the " OFF " position.

2. Do not cut into the existing wiring on the vehicle, use the quick splice connector provided.

3. Fasten all loose wires with the cable ties provided.

http://www.carid.com/street-scene/
http://www.carid.com/headlights.html

