
Installation Guide

JEEP JK 2DR/4DR 2007-Current
Note: Not designed to work with aftermarket hood locks.

1.   Using a straight blade screw driver, remove the two outer fasteners from the top of the Jeep grill. 
Do not discard, these will be reused. Remove the rubber gasket, some adhesive will remain on the grill, 
it is not necessary to remove all of the adhesive, discard the gasket.

2. Using the supplied alcohol wipe prep the surfaces indicated above, including wiping the adhesive tape 
left from the removal of the rubber gasket. (The new part will adhere to the left over adhesive from the 
rubber gasket)

https://www.carid.com/undercover/
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Note: Do not remove completely

3.  Remove the 4 pieces of red backer material from the adhesive tabs. Pull apx 3” of the red backer material 
away from the adhesive strip, do not remove completely. Position the backer material as shown in the 
drawing above.

4.  Position the light brow to the grill, hold the bottom away from face of grill until you get the mounting 
holes aligned. Once you are satis�ed with the placement pull the red backer tape out across the top of the 
grill, once it is removed apply pressure across top of grill and to front of grill and reinstall the push plugs.

5.  Finish the install by attaching zip ties as shown in the cut away drawing.



UnderCover Inc. is not responsible to any damage 
caused to your vehicle or to the light brow from 

use of an automatic car wash with brushes.

It is not recommended to use automatic car 
washes with brushes with the light brow installed. 

Damage to the light brow and or vehicle may 
occur.

Warning

Learn more about body kits on our website.

https://www.carid.com/body-kits.html
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