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CLASS 3 RECEIVER HITCH 
APPLICATION: Toyota Sienna 

PART NUMBER: 65-1415 

ITEM QUANTITY DESCRIPTION TOOLS NEEDED 

1 1 Hitch Assembly 18mm Socket 

2 6 M12 Hex Cap Screw Ratchet 

3 6 M12 Split-Lock Washer Torque Wrench 

4 6 M12 Flat Washer 
Body Saw | Utility 

Knife 

INSTALLATION INSTRUCTIONS 

CARE INSTRUCTIONS 

 Black finishes should be cleaned with mild soap & water.

WARNING: Never exceed the capacity ratings shown on the receiver hitch or the tow vehicle. See your vehicle’s owners 
guide for towing guidelines. 

NOTICE: This product complies with all safety specifications and requirements defined for V.E.S.C. regulation V-5 & SAE J684 

https://www.carid.com/westin-automotive/
https://www.carid.com/trailer-hitches.html
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1. Remove contents from box, verify if all parts listed are present and free from damage. Carefully read and understand all

instructions before attempting installation. 

2. The rear underside splash shield must first be removed from the vehicle. There are various screws and retainer clips that

need to be unfastened.  Figure 1 & 2 

3. Locate the hitch mounting surfaces on the driver and passenger side of the underside of the trunk. The threaded holes will

have rubber plugs inserted in them. These need to be removed for installation. It may be necessary to clean the threads with 

penetrating oil and a wire brush. Figure 3 
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TRIMMING DIAGRAM 

DRIVER SIDE 

APPROX. CUT 
AREA 

4. The rear splash shield that was previously removed needs to be trimmed in order to be re-installed.  Please refer to the
trimming diagram above. 
5. Insert the driver side mounting flange through the slot cut into the splash shield. With assistance raise the hitch assembly
to the mounting holes on the vehicle. Leave the splash shield unattached from the vehicle until the hitch assembly is fully 
installed. Use the supplied M12 hex cap screws, split lock washers, and flat washers to fasten the hitch assembly to the vehi-
cles threaded holes.  Figure 4 
6. Align the hitch assembly as desired and torque each fastener to 65-70 ft-lbs
7. Reinstall the splash shield to the vehicle using the previously removed factory fasteners.
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