
INSTRUCTIONS 

SPORT TUBE KIT 

2006-2010 TOYOTA RAV4 

28-0540

AUTOMOTIVE PRODUCTS, INC. 

ITEM QUANTITY DESCRIPTION 

1 2 SPORT TUBE (DRIVER & PASSENGER SIDE 

2 2 FRONT MOUNTING BRACKETS (DRIVER & PASSENGER SIDE) 

3 2 REAR MOUNTING BRACKETS 

4 4 M12 BOLT PLATES 

5 4 M12 FLAT WASHERS 

6 4 M12 LOCK WASHERS 

7 4 M12 HEX NUTS 

8 8 M10 SQUARE NECK CARRIAGE BOLTS 

9 8 M10 FLAT WASHERS 

10 8 M10 LOCK WASHERS 

11 8 M10 HEX NUTS 

1. REMOVE CONTENTS FROM BOX. VERIFY ALL PARTS ARE PRESENT. READ INSTRUCTIONS CAREFULLY BEFORE STARTING INSTALLATION.
2. Starting at the passenger side front, locate the oval hole on the underside of the floor panel. Insert one of the M12 bolt plates into the hole and rotate 90-
degrees clockwise or until the plate stops turning. (Figure 1)
3. Determine the passenger side front Mounting Bracket from the illustration above and hang it from the threaded stud with (1) M12 flat washer, (1) M12 lock
washer and (1) M12 hex nut. Do not tighten hardware at this time.
4. At  the rear of the vehicle, locate the oval hole in the underside of the floor panel. Insert one of the M12 bolt plates into the hole and rotate 90-degrees clock-
wise or until the plate stops turning. (Figure 2)
5. Attach one of the rear mounting brackets to the threaded stud with (1) M12 flat washer, (1) M12 lock washer and (1) M12 hex nut. Do not tighten hardware
at this time.
6. With both brackets installed, carefully place the Sport Tube bolt tabs on top of the mounting brackets and align the holes in the brackets. Insert (2) M10 car-
riage bolts into the oval slots on the bolt tab. Secure the tube to the front bracket with (2) M10 flat washers, (2) M10 lock washers and (2) M10 hex nuts. Do not
tighten at this time.
7. At this time, align and center the sport tube as desired and fully tighten all hardware.
8. Repeat steps 2-7 for the driver side sport tube

FINISH PROTECTION 

Westin products have a high quality finish that must be cared for like any other exposed finish on the vehicle. Protect the finish with a non-

abrasive automotive wax, (e.g. Pure Carnauba) on a regular basis. The use of any soap, polish or wax that contains an abrasive is detrimental, 

as the compounds scratch the finish and open it to corrosion. 
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(FIGURE 1)  Front mounting location with 
Bolt Plate installed 

(FIGURE 2) Rear mounting location with 
Bolt Plate installed 

FIGURE 3 FIGURE 4 
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When it comes to quality side steps and nerf bars, Westin is the brand you can depend on.

https://www.carid.com/side-steps.html
https://www.carid.com/westin-automotive/



